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OAKES  FORTIETH  ANNIVERSARY 


Catalog  No,  39  commemorates  our  fortieth  year  of  earnest,  con¬ 
scientious,  helpful  service  to  the  poultry  raisers  of  the  world. 

During  the  past  year,  Mr.  L.  R.  Oakes,  Founder  and  President  of  the 
Company,  retired  from  active  participation  in  the  conduct  of  the 
business.  After  thirty-nine  years  of  unwavering  devotion  to  the 
poultry  industry,  he  has  retired  to  receive  the  rewards  of  a  career 
of  service.  Those  of  his  old  friends  and  customers  who  are  still 
active,  join  with  one  accord  in  extending  him  their  thanks  for  his 
untiring  efforts  in  their  behalf  and  for  his  sincere  interest  in 
their  welfare. 

The  younger  men  who  succeed  him  have  brought  with  them  the 
benefit  of  many  years  of  general  business  and  manufacturing  exper¬ 
ience  in  the  poultry  industry,  especially  and  in  other  agricultural 
pursuits  as  well.  During  the  past  year  the  entire  line  of  equipment 
manufactured  by  The  Oakes  Manufacturing  Company,  Inc.  has  been  thor¬ 
oughly  modernized.  New  articles  have  been  added.  Old  ones  have  been 
improved  vj-herever  improvement  has  been  possible.  The  men  in  charge 
feel  indebted  to  various  of  our  customers  for  the  helpful  suggestions 
and  the  splendid  cooperation  which  has  made  these  improvements  possible. 

The  new  owners  feel  obligated  to  the  poultry  industry  as  a  whole 
to  be  helpful  in  working  out  its  problems;  to  lend  thought  and  advice 
where  such  thought  and  advice  can  be  helpful;  to  lend  their  assistance 
wherever  further  experimentation  is  under  way  in  poultry  development 
and  to  consider  carefully  all  suggestions  for  further  improvement.  It 
is  their  desire  to  build  into  all  Oakes  Equipment  the  utmost  in  value 
per  dollar  expanded.  Every  article  manufactured  by  us  is  guaranteed 
to  be  as  represented  or  your  money  back. 
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OAKES  QUALITY  POULTRY  EQUIPMENT 


Roost-proof  Flock  Feeder 

Saves  Feed  and  Keeps  It  Fresh  and  Clean 


Perches 
Adjustable 
In  or  Out 


No.  L-996 


The  Roost-proof  Flock  Feeder  has  a  V-bottom  trough,  which  prevents  the 
accumulation  of  feed  in  the  corners;  birds  don’t  need  to  reach  for  feed.  The 
vertical  portion  of  the  wire  guard  prevents  birds  from  getting  a  foothold  on 
the  edge  of  the  trough  and  fouling  the  feed  with  their  droppings.  The  roost- 
proof  wire  guard  is  hinged  and  can  be  tipped  back  for  easy  cleaning  and  filling  of 
the  trough. 

Substantial  perches  made  of  clear  lumber  are  21  in.  high,  far  enough  above  the 
floor  to  prevent  vent-pecking. 

Perches  adjust  in  or  out. 

The  Roost-proof  Flock  Feeder  provides  a  long  feeding  space,  because  the  birds 
have  access  to  the  feed  from  both  sides  of  the  large  trough;  at  the  same  time  it  sets 
up  high  enough  so  that  the  hens  can  range  back  and  forth  below  the  feeder  without 
interference.  Thirty-two  hens  can  be  fed,  at  one  time,  without  crowding,  on  the 
8-foot  feeder. 

Perch  support  and  stand  are  of  strong,  heavy  angle  iron. 

This  trough  is  10  in.  wide,  6  in.  deep  at  the  center  and  4J4  deep  at  the  side. 
Made  in  3  lengths.  Center  cross  brace  is  needed  only  on  the  8-foot  feeder. 

No.  L-942 — 42  in.  long,  1  in  carton,  weight  per  carton  28  lbs. 

No.  L-960 — 60  in.  long,  1  in  carton,  weight  per  carton  35  lbs. 

No.  L-996 — 96  in.  long,  2  in  crate,  weight  per  crate  115  lbs. 
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OAKES  EQUIPMENT 


Roost-proof  Feeder  for 
Small  Flocks  or 
Growing  Chicks 


Roost-proof  Growing 
Chick  Feeder 


The  roost -proof  wire 
guard  is  hinged  so  that 
it  can  be  tilted  back  for 
easy  cleaning  and  filling  of 
the  trough.  The  upright  por¬ 
tion  of  the  wire  guard  pre¬ 
vents  chicks  from  roosting  on 
the  edge  of  the 
trough  and  foul¬ 
ing  the  feed. 


The  perch  is  14 
in.  high  and  permits 
the  chicks  to  range 
under  the  feeder,  so 
that  it  takes  up  no 
actual  floor  space  in 
the  house. 


The  trough  is  8  in. 
wide,  5}/2  in.  deep  and 
48  in.  long.  It  has  a 
V  bottom,  which  keeps 
the  feed  turning  over  and  prevents  it  from 
gathering  and  sticking  in  the  corners. 


No.  L-548 — 48  in.  long,  1  in  carton  weighing 
26  lbs.  per  carton. 


Perches 
Adjustable 
In  or  Out 


No.  L-548 


The  No.  L-448  Roost-proof  Growing 
Chick  Feeder  is  similar  in  design  to 
No.  L-548  shown  above,  except  that  wire 
grills  are  closer  together. 


It  measures  48  in.  long, 
6  in.  wide,  5  in.  deep  and 
the  perches  are  10  in.  above 
the  floor. 


No.  L-448 — 48  in.  Roost- 
proof  Growing  Chick  Feeder, 
1  in  carton,  weighing  16  lbs. 
per  carton. 


Perches 
Adjustable 
In  or  Out 


No.  L-448 
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OAKES  QUALITY  POULTRY  EQUIPMENT 


New  Giant  Flock  Feeder 


No.  L-1096 


The  Giant  Flock  Feeder  is  a  square 
bottom  trough  with  a  heavy  hinged, 
V-shaped  wire  guard.  It  can  be  filled  or 
cleaned  as  easily  and  as  quickly  as  an  open 
trough  but  the  wire  guard  prevents  roosting, 
crowding,  fighting  or  throwing  out  feed. 

The  trough  is  made  of  heavy  steel  with  edges 
turned  in  to  prevent  waste  of  feed.  The 
trough  of  the  No.  L-1096  feeder  illustrated  here 
measures  5  inches  deep  and  10  inches  wide. 

The  rigid,  galvanized  steel  stand  is  equipped 
with  wood  perches  that  are  16  inches  above 


The  large  size  trough  is  made  in  5  ft.  and 
8  ft.  lengths. 

In  addition  to  the  large  size  illustrated  and 
described  above,  a  feeder  of  same  design  and 
construction  with  a  trough  8  inches  wide,  4 
inches  deep  and  46  inches  long  with  perches 
14  inches  high  is  furnished  for  growing  chicks. 

For  still  younger  chicks  a  single  trough  46 
inches  long,  6  inches  wide  and  3  3^  inches  deep 
with  wood  perches  10  inches  above  the  floor 
is  furnished.  Grill  wires  closer  than  on  larger 
sizes. 


the  floor. 

FURNISHED 

IN  FOUR 

SIZES: 

Catalog  No. 

Length 

Width 

Depth 

Perch  Ht. 

Packed 

Weight 

L-1060 

5  ft. 

10  in. 

5  in. 

16  in. 

1 

32  lbs. 

L-1096 

8  ft. 

10  in. 

5  in. 

16  in. 

1 

44  lbs. 

L-846 

46  in. 

8  in. 

4  in. 

14  in. 

1 

20  lbs. 

L-646 

46  in. 

6  in. 

3K  in. 

10  in. 

1 

16  lbs. 

Trough  Without  Stand 

For  Growing  Chicks  or  Ducks 


I  The  trough  can  be  lifted  out  of  the  stand  and 
used  as  a  floor  feeder  for  ducks  or  growing 
chicks  as  shown  herewith. 


Catalog  No. 

Length 

Width 

Depth 

Packed 

Weight 

L-1060T 

5  ft. 

10  in. 

5  in. 

1 

21  lbs. 

L-1096T 

8  ft. 

10  in. 

5  in. 

1 

37  lbs. 

L-846T 

46  in. 

8  in. 

4  in. 

1 

13  lbs. 

L-646T 

46  in. 

6  in. 

3l^  in. 

1 

10  lbs. 
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OAKES  OUALITY  POULTRY  EQUIPMENT 


Mammoth  Round  Mash 
Feeder 


This  style  hopper  can  be  suspended  from  rafter  in 
the  laying  house.  It  has  very  large  capacity  in  pro¬ 
portion  to  the  small  space  that  it  occupies. 

The  seamless  bottom  pan  is  3)4  inches  deep  and  16 
inches  wide.  It  provides  more  than  50  inches  of  trough 
space.  The  magazine  is  16  inches  high  and  10  inches  in 
diameter.  It  holds  more  than  32  quarts.  Cone  shaped 
bottom  throws  feed  to  outer  edge. 

This  feeder  positively  will  not  clog.  The  pan  is 
attached  to  the  magazine  by  3  threaded  rods  with 
wing  nuts  to  adjust  feed  opening.  The  jostling  of 
the  pan,  as  the  hens  eat,  works  the  feed  down  into 
the  trough.  The  feed  pan  has  edge  turned  in  which 
prevents  feed  from  wasting. 

No.  L-110 — Hanging  Mash  Hopper,  32-quart 
capacity,  weight  10  lbs. 


65-quart  Capacity.  69-inch  Trough 


This  ideal  dry  mash  flock  feeder  accom¬ 
modates  more  fowls  with  less  fighting  and 
is  a  great  feed  saver  because  the  partitions 
prevent  throwing  out  feed. 

It  fills  from  the  top.  The  rat-proof  trough 
cover  which  hangs  by  chains  can  be  lowered  at 
night. 

This  feeder  is  made  of  No.  26  and  No.  28 
galvanized  steel.  The  seamless  pan  is 
22  inches  wide,  3}/2  inches  deep. 

No.  L-11 — 65-quart,  with  stand, 
weight  36  lbs. 

No.  L-10 — 65-quart,  without  stand, 
weight  30  lbs. 

No.  L-511 — 36-quart,  with  stand, 
weight  20  lbs. 

No.  L-510 — 36-quart,  without  stand, 
weight  16  lbs. 
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No.  L-110 


OAKES  QUALITY  POULTRY  EQUIPMENT 


W all  Mash  Feeder  or 
Grit  and  Shell  Hopper 

This  popular  mash  feeder 
is  6  in.  wide,  6  in.  deep  and 
30  in.  long.  Slotted  holes 
in  the  back  permit  the  operator 
to  take  this  off  the  wall,  and  the 
wire  guard  is  attached  in  such  a 
way  that  the  trough  may  be 
easily  cleaned. 

No.  L-26 — 30  in.  feeder,  2  in 
box,  weight  per  box  lbs. 

and  Shell  Hopper 
for  Chicks 


Handy  Mash  Feeder 

Two  hinged  lids  make  this  feeder  rat  proof 
and  the  swinging  grill  permits  the  use  of  any 
kind  of  dry  mash. 

This  hopper  measures  15  in.  high,  4H  in. 
from  front  to  back  and  comes  in  two  lengths. 

No.  L-12— 12  in.  long,  6  in  box  weighing  32 

lbs. 

No.  L-14— 24  in.  long,  4  in  box  weighing  40 

lbs. 


Height  73^  in.,  width 
6  in.,  depth  from  front 
to  back  4  in.  at  bottom 
and  2  in.  at  top. 

No.  L-73— 12  in  box 
weighing  34  lbs. 


No.  L-73 


Grit  and 


Shell  Boxes 


These  grit  and  shell  boxes  are  used  by  more 
poultry  men  than  all  other  makes  combined. 
Carefully  made 
of  best  quality 
galvanized  steel. 


No.  L-46  — 
12  in.  long,  6  in 
box,  weight  20 
lbs.  per  box. 


No.  L-47— 
163^  in.  long,  6 
in  box,  weight 
23  lbs.  per  box. 
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OAKES  QUALITY  POULTRY  EQUIPMENT 


Floor  Type  V- Bottom  Feeder 

With  Revolving  Wood  Guard 


No.  LV-5 

This  sturdy,  sanitary  floor  type  feeder  has  been  thoroughly  tried  and  tested 
in  the  houses  of  our  foremost  breeders.  The  revolving  wood  guard  prevents 
birds  from  roosting  on  top. 

The  trough  is  5  in.  deep  and  8  in.  wide  at  the  top. 

No.  LV-5 — 60  in.  long,  2  in  crate,  weight  per  crate  20  lbs. 


Jumbo  Adjustable  Feeder  for  Chicks  and  Hens 


With  Adjustable  Wire  Guard 


accommodate  day  old  chicks  or  broilers  ten  weeks  old. 
By  taking  out  the  wire  guard  it  can  be  used  for  hens. 

Provides  a  continuous  feeding  space  which  will 
accommodate  25%  more  chicks  than  a  feeder  of  the  same 
length  with  individual  feeding  holes. 

Adjustable  feed  slide  regulates  the  quantity  of  feed. 


Cat.  No. 

Length 

Capacity 

In 

Carton 

Weight 

L-28 

21  in. 

25  qts. 

1 

10  lbs. 

L-29 

35  in. 

40  qts. 

1 

18  lbs. 

L-30 

42  in. 

61  qts. 

1 

22  lbs. 

Hinged  lid.  Easy  to  fill.  Inverted  V-bottom 
trough.  Can’t  clog.  Adjustable  feed  control  slide. 
Adjustable  wire  guards — something  new  in  connection 
with  hopper  type  feeders.  Wire  guard  running  length¬ 
wise  through  center  of  feed  trough  is  adjustable  to 


No.  L-28 
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0AKES~~QUAL1TY~ POULTRY  EQUIPMENT 


Baby  Chick  Feeder 

Inverted  V-Bottom 
Keeps 
Feed 


No.  L-535 


Grill  is  Hinged.  Can  be  Lifted  and 
Held  Open  with  a  Catch 


Feeding  holes  are  small  enough  to  keep  small 
chicks  from  crawling  through.  Edges  rounded 
to  prevent  injury.  Inverted  V-bottom  throws 
all  feed  into  the  feeding  trough  and  prevents  feed 
accumulating  in  the  center  and  getting  stale  and  sour. 
Magazine  wider  at  bottom  than  top; — will  not  clog. 
Lid  is  hinged  and  divided  into  two  parts  for  con- 


venience  in  filling.  Lid 
anti-roosting  device. 

snaps  shut 

over  a  catch.  Has 

In  Carton 

Cat.  No. 

Length 

Capacity 

Carton 

Weight 

L-521 

21  in. 

11  qts. 

6 

32  lbs. 

L-535 

35  in. 

16  qts. 

6 

50  lbs. 

L-542 

42  in. 

21  qts. 

3 

32  lbs. 

Square  Bottom 
Trough 


With  Wood  Guard 

A  very  popular  type  of  trough.  Has  a 
revolving  wood  guard  mounted  on  the  ends  so 
that  if  birds  attempt  to  perch  it  tips  them  off. 
Turned  edges  prevent  feed  waste  and  guard  is 
adjustable  up  and  down  to  permit  using  trough 
for  different  size  birds. 

XYi  inches  deep,  3^  inches  wide,  30  inches 
long.  12  in  carton,  weighing  35  lbs. 


Square  Bottom  Non-tip  Feed  Trough 


Made  of  heavy  galvanized  steel  with  spot  welded  ends. 

Wire  guard  running  the  length  of  the  trough  is  adjustable. 
It  can  be  lowered  to  keep  baby  chicks  out  of  the  trough,  slightly 
raised  for  growing  chicks  and  raised  still  higher  for  broilers  and 
even  for  hens. 

Because  of  the  square  bottom  construction  it  is  practical 
to  set  this  trough  up  on  bricks  or 
board  blocks  as  it  cannot  be  tipped 
over  if  it  happens  to  dislodge  at 
cither  end. 


No.  L-660 


For  Baby  Chicks  and 
Growing  Chicks 


Catalog  No. 

Length 

In  Carton 

Carton 

Weight 

L-624 

24  in. 

12 

20  lbs. 

L-636 

36  in. 

6 

18  lbs. 

L-648 

48  in. 

6 

28  lbs. 

L-660 

60  in. 

6 

33  lbs. 

OAKES  QUALITY  POULTRY  EQUIPMENT 


Covers  Snap 
Shut  Over 
a  Catch 


Wire  Guarded  Chick  Feeder 


With 

Adjustable 

Wire 

Guard 


late  the  width  of  the  feeding  space  from  chick  size  up 
to  pullet  size. 


Inverted  V-bottom  throws  all  the  feed  forward  into 
the  trough  and  prevents  it  from  gathering  in  the  center 
and  becoming  stale  or  sour. 


Hinged  lid  makes  it  easy  to 
device  prevents  roosting  on  top. 

clean  and  fill. 

Tilting 

In 

Carton 

Cat.  No. 

Length 

Capacity 

Carton 

Weight 

L-621 

21  in. 

11  qt. 

6 

32  lbs. 

L-635 

35  in. 

18  qt. 

6 

50  lbs. 

L-642 

42  in. 

21  qt. 

3 

32  lbs. 

No.  L-635 


This  feeder  will  accommodate  a  large  number  of 
chicks  at  one  time.  The  open  trough  principle  is 
featured  in  this  feeder.  It  accommodates  a  larger 
number  of  chicks  at  one  time  than  a  covered  trough  with 
individual  feeding  holes.  The  wire  bar  extends  the  full 
length  of  the  trough.  Adjustable  up  and  down  to  regu- 


Round  Bottom  Chick  Troughs 


For  Feed 
or  Water 


No.  L-5120 


No.  L-51A24 

Adjustable 
Wire  Guard 


Adjustable 
Wire  Guard 


Cat.  No. 


All  edges  are  turned  and 
smooth.  Horizontal  wire 
guard  prevents  chicks  get- 
ing  into  trough.  Water¬ 
tight  soldered  ends. 

In  Carton 

Length  Carton  Weight 


The  larger  size  with  greater  capacity  has 
one-half  inch  ridge  inside  to  prevent  waste  of 
feed  and  is  suitable  for  baby  chicks  or  grow¬ 
ing  chicks.  Water-tight  soldered  ends. 

In  Carton 

Cat.  No.  Length  Carton  Weight 


L-5120  18  in.  12  10  lbs. 

L-5124  22  in.  12  123^  lbs. 


L-51A24  24  in.  12  15  lbs. 

L-51A30  30  in.  12  19  lbs. 


Chick  Feed  Troughs 

For  Feeding  Dry 
Mash  or  Milk 


Heavy,  one-piece,  seamless  trough  stamped  out  of  gal¬ 
vanized  steel.  Easy  to  keep  clean.  Gable  shaped  cover 
prevents  chicks  from  getting  into  trough  or  wasting  feed. 
Slides  on  and  off  very  easily.  Milk  feeders  are  of  same 
size  and  design,  but  are  made  of  heavy  charcoal  tin. 


No.  L-72 


In 

Box 

Catalog  No. 

Length 

Box 

Weight 

L-7 1 G — Galvanized 

10  in. 

12 

9  lbs. 

L-72  G — Galvanized 

20  in. 

12 

16  lbs. 

L-7 1 T — Tinned 

10  in. 

12 

9  lbs. 

L-72T — Tinned 

20  in. 

12 

16  lbs. 
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OAKESaUALlTY  POULTRY  EQUIPMENT 


Roost  Proof  Broiler  Feeder 


Roost  Proof  Wire 
Guard  is 
Hinged 


No 


L39S 


S’ 


UBSTANTIAL  stand  and  perch 
raises  feeder  out  of  the  litter. 
Prevents  spread  of  disease 
through  feed  contamination.  Feed 
is  kept  perfectly  clean  at  all  times. 
Growing  chicks  prefer  to  eat  from 
feeders  with  perches. 

The  galvanized  wire  grill  is  roost 
proof.  Vertical  portion  of  the  wire 
guard  prevents  birds  from  getting  a 
foot  hold  on  the  edge  of  the  trough 
and  fouling  the  feed  with  their  drop¬ 
pings.  Wire  guard  is  hinged  and  can 
be  lifted  for  easy  cleaning  and  filling  of  the  trough. 

Trough  is  6^  inches  wide  and  3  inches  deep.  Made  in 
heavy  galvanized  iron  or  in  bright  charcoal  dairy  tin  for  milk  feeding. 

WITHOUT  STAND  WITH  STAND 

Galvanized  Dairy  Tin  Galvanized  Dairy  Tin 


Catalog  No . L-39  L-3942  L-40  L-4042  L-39S  L-3942S  L-40S  L-4042S 

Length  in  inches .  28  42  28  42  28  42  28  42 

Packed  in  cartons  of .  6666  66  6  6 

Weight,  pounds . .  21  30  21  30  33  44  33  44 


L-1128 — Stand  only  for  28-in.  Feeder,  6  in  carton,  weight  9  lbs. 
L-1142 — Stand  only  for  42-in.  Feeder,  6  in  carton,  weight  13  lbs. 


With  Reel  Guard 


Revolving  reel  is  adjustable  and  removable 
for  easy  cleaning  and  filling  the  trough. 
Chicks  cannot  roost  on  this  feeder.  Depth 
of  trough  gives  ample  feed  supply.  Turned 
lip  prevents  feed  waste.  Trough  is  6%  inches 
wide  and  3  inches  deep.  Offered  in  both  gal¬ 
vanized  iron  or  bright  charcoal  tin. 


Stand  is  made  of  heavy  iron  rod.  Perch 
support  acts  as  a  brace,  making  this  a  sturdy 
and  substantial  stand.  Lifts  feeder  out  of 
litter. 

WITHOUT  STAND 
Galvanized  Dairy  Tin 


Stands  L-1128  and  L-1142  for 
these  feeders  are  listed  above. 


WITH  STAND 
Galvanized  Dairy  Tin 


No.  L39RS 


Catalog  No...., . L-39R 

Length  in  inches .  28 

Packed  in  cartons  of  6 
Weight,  pounds 21 


L-3942R  L-40R  L-4042R 

42  28  42 

6  6  6 

30  21  30 


Catalog  No. . L-39RS 

Length  in  inches  .  28 

Packed  in  cartons  6 

Weight,  pounds  ..  30 


L-3942RS  L-40RS  L-4042RS 


42 

28 

42 

6 

6 

6 

44 

30 

44 

Chick  Trough  with 
Stand  and 
Perch 


No.  L-736S 


•  WITHOUT  STAND 
Catalog  No..  . L-724  L-736  L-748 


Length  in  inches  .. 

24 

36 

48 

Packed  in  cartons 

..  12 

6 

6 

Weight,  pounds . 

..  27 

20 

27 

WITH  STAND 
L-724S  L-736S  L-748S 


24 

36 

48 

12 

6 

6 

38 

27 

36 

STAND  ONLY 
L-1724  L-1736  L-1748 
24  36  48 

12  6  6 

9  8  9 


This  popular  type  of  trough  is 
2  inches  deep  and  ZYi  inches 
wide.  Revolving  reel  has  4 
plates  with  rounded  edges  to  pre¬ 
vent  injury  of  chicks.  Chicks  can¬ 
not  roost  on  this  Feeder.  Turned 
edge  of  trough  prevents  feed 
waste.  Reel  is  adjustable.  Permits 
using  trough  for  different  sized 
birds. 
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OAKES  OUALITY  POULTRY  EQUIPMENT 


Round  Type  Chick  Feeder 


Holds  three  pints  and 
the  holes  in  the  cone 
shape  top  permit  22 
chicks  to  feed  at  one  time. 
Made  of  heavy  dairy  tin. 


Can  also  be  used  for  feeding 
dry  mash.  Top  easily  re¬ 
moved  for  cleaning  and  filling. 

Packed  1  in  carton,  weight 
3  lbs. 


No.  L-70B 
(Patented  Nov.  1925) 


Mason  Jar  Waterers 

Furnished  Without  Mason  Jars 


No.  L-68T 


Aluminum  Milk  Feeder 


(Patented  Jan.  7,  1919) 


No.  L-69G 


The  pan  is  made  of  aluminum. 
It  is  easily  and  quickly  detached  for 
washing  or  filling.  The  jar  can  be 
adjusted  up  or  down.  Mason  Jar  is 
not  included. 

No.  L-70A — Quart  size,  6  in 
carton,  weight  3  lbs. 

No.  L-70B— Half-gallon  size,  6 
in  box,  weight  3  lbs. 


New  Style  Milk  Feeder 

No.  L-68T — Made  of  heavy  charcoal 
tin.  Packed  12  in  box,  weight  3j^  lbs. 
Gross  in  carton,  weight  48  lbs. 

No.  L-68G — Galvanized.  12  in  box, 
weight  33^  lbs.  Gross  in  carton,  weight 
48  lbs. 


New  Style  Screw  Type 

No.  L-69G — Galvanized,  pack¬ 
ed  12  in  box,  gross  in  carton,  weigh¬ 
ing  33^  lbs.  doz. 

No.  L-69T — Tin,  packed  12  in 
box,  gross  in  carton,  weighing  33^ 
lbs.  doz. 


No.  L-67T 
(Patented  Jan.  7,  1919) 


No.  L-67G 
(Patented  Jan.  7,  1919) 


Spring  Clamp  Fastener  Type 


Spring  Clamp  Fastener  Type 


No.  L-67G — Galvanized,  tilting  type.  12  in  box, 
weight  33^  lbs.  Gross  in  carton,  weight  36  lbs. 


No.  L-67T — Tinned,  tilting  type.  12  in  box,  weight 
33^  lbs.  Gross  in  carton,  weight  36  lbs. 
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OAKES  QUALITY  POULTRY  EQUIPMENT 


No.  L-21 


Snap-on  Gallon 
Fountain 


For 

Chicks 

or 

Hens 


No. 

L-lOO 


This  is  a  bottom  fill  fountain.  Tank 
is  inverted  to  fill.  Very  easy  to  clean. 
Will  not  tip  over.  Excellent  fountain 
for  either  indoor  or  outdoor  use. 

Shallow  pan  provides  large  amount  of 
drinking  space  for  chicks.  Water  level 
never  deep  enough  to  permit  chicks  to 
drown  yet  is  deep  enough  to  accommodate 
grown  fowls.  A  handy  convenient  fountain 
for  Brooder  or  Laying  House. 

No.  L-lOO — 12  in  a  box,  weight  23  lbs. 
per  dozen. 


Never  Dry  Automatic  Chick 

W  aterer 

Connects  with  any  pressure  system,  storage  tank  or  barrel 
providing  continuous  supply  of  fresh  water  at  all  times.  Float 
valve  regulates  the  flow.  Perforated  cover  protects  the  water  and 
keeps  the  chicks  from  getting  into  it,  while  twenty-five  holes  in  the 
cover  allow  plenty  of  drinking  space. 

No.  L-21 — One  in  carton;  weighs  4  lbs. 


Snap-on  Chick  Waterers 

INEXPENSIVE,  but  good.  A  very  popular  style  offered  in 
one  and  two-gallon  sizes.  Escalloped  pan  has  six  drinking  spaces; 
each  large  enough  for  two  chicks  to  drink  at  once.  Can  fits  snugly 

into  pan  and  is  held  in  place 
by  friction.  After  filling 
fountain  can  be  carried  by 
handle.  Top  is  flat  so  that 
can  is  easily  filled  when  in¬ 
verted.  Made  of  heavy  gauge 
galvanized  steel. 


L-IOOB 

One  Gallon  Size 


L-IOOB — packed  12  in 
carton,  weighing  25 
pounds. 

L-IOOC — packed  6  in 
carton,  weighing  30 
pounds. 


L-IOOC 

Two  Gallon  Size 
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No.L-102 


Leader  Water  Fountain 


For  Hens  and  Growing  Chicks 


Material  is  28-gauge  steel  in  the  tank 
and  26-gauge  galvanized  steel  in  the  pan. 


No.  L-102 — 2-gallon  Leader  Foun¬ 
tain,  6  in  carton,  nested,  weight 
20  lbs. 


No.  L-103 — 3-gallon  Leader  Fountain,  6 
in  carton,  nested,  weight  22  lbs. 


This  new  type  of  fountain  is  made  in  two 
sizes — two-gallon  and  three-gallon  ca¬ 
pacity — ^just  the  right  sizes  to  be  easy  to 
handle  and  at  the  same  time  provide  an 
adequate  water  supply.  It  can  be  used  for 
baby  chicks,  growing  chicks  or  full  grown  birds 
because  the  bottom  pan  is  properly  shaped  to 
prevent  chicks  getting  into  the  trough  but  it’s 
deep  enough  for  the  use  of  hens. 

The  tank  can  be  filled  at  the  hydrant  and 
carried  to  the  brooder  house  or  laying  house  by 
the  strong  heavy  top  bail. 

The  tank  is  inverted  to  fill.  The  bottom  pan 
is  placed  over  the  tank  and  turned  to  the  right 
or  left  until  the  catches  on  the  tank  engage  slots 
on  the  pan.  The  pan  and  tank  are  made  of 
heavy  material  and  are  a  snug  fit  to  prevent 
water  splashing  out  when  the  fountain  is  turned 
into  an  upright  position  for  use  or  for 
carrying. 


Cat.  No. 
L-78 
L-79 
L-80 
L-45 


Capacity 

1  qt. 

2  qts. 

3  qts. 

4  qts. 


In  Carton 
1  doz. 

1  doz. 

1  doz. 

1  doz. 


Carton  Weight 
9  lbs. 

13  lbs. 

18  lbs. 

21  lbs. 


No.  L-45 


Two-piece  Chicken  Fountains 


No.  L-78 
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i 


Acorn  Spring  Valve  Double  Wall  Fountain 


No. 


The  Roost-Proof  conical  top  is  die-drawn  with  raised  corrugations;  prevents  hens  or  growing 
chicks  from  getting  a  foothold. 

Double  wall  construction.  Outer  can  has  hook  inside  top.  Half  turn  and  hook  catches 
on  handle  of  inner  can.  Bail  for  easy  carrying  of  complete  fountain. 

Inner  tank  is  soldered  to  the  base.  A  handle  in  the  top  permits  water  to 
be  carried  in  this  half  of  the  waterer.  Heavy  brass  spring  valve  with  rubber 
connection  holds  water  in  tank.  When  outer  can  slides  into  place  the  spring 
valve  is  pushed  open  releasing  the  water  which  is  held  at  proper  level  in 

trough  through  vacuum  principle. 

Drinking  pan  has  extra  wide  lip  which 
catches  drippings  from  wattles  of  hens. 

Easy  to  fill  and  clean.  An  ideal  fount 
for  baby  chicks  and  hens.  Made  in  two 
sizes. 


L-64 — 4  gal.  size,  wgt.  10  lbs.  1  in  carton. 
L-66 — 6  gal.  size,  wgt.  12  lbs.  1  in  carton. 


With  Heater 


An  ideal  winter  fountain. 
Drinking  pan  on  4  gal.  size  is  12  3^ 
inches  in  diameter;  6  gal.  is  153^ 
inches  in  diameter. 

L-64W — 4  gal. 
heater,  wgt.  15  lbs. 

L-66W — 6  gal. 
heater,  wgt.  20  lbs. 


size  with  L-42 
1  in  carton, 
size  with  L-43 
1  in  carton. 


No.  L66-W 


No.  L-31 


Double  Wall  E.  Z.  Fill  Fountain 


New  Style  Roost-Proof  Top 

The  heavy  bail  makes  it  convenient  to  carry 
water  in  the  outer  tank,  but  is  held  up  out  of 
the  drinking  trough  when  the  waterer  is  not 
in  use. 

This  waterer  is  easy  to  fill  and  clean.  The 
fountain  can  be  used  for  either  baby  chicks  or  hens. 
Drinking  pan  does  not  overflow  when  filling.  Can 
be  furnished  with  a  heater  for  winter  use  as  illus¬ 
trated  below.  Heaters  are  shown  on  page  19. 

No.  L-31 — 3  gal.  size,  weight  8  lbs.  1  in  carton. 
No.  L-32 — 5  gal.  size,  weight  10  lbs.  1  in  carton. 


E.  Z.  Fill  Fountains  With  Heater 

E.  Z.  Fill  Fountains  with  heaters 
are  equipped  with  genuine  Zenith 
Burners.  Heater  base  makes  a  fine 
stand  for  summer  use. 

No.  L-31  A — 3  gal.  size  with  L-42 
Heater,  weight  13  lbs.  1  in  carton. 

No.  L-32A — 5  gal.  size  with  L-43 
No.  L-31  A  Heater,  weight  18  lbs.  1  in  carton. 
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OAKES  QUALITY  POULTRY  EQUIPMENT 


Valve  Float  Waterer 


New 

Rustproof 

Drinking 

Pan 


No,  L-509S 


WHEN  this  foun¬ 
tain  needs  filling 
all  you  have  to  do 
is  lift  the  lid  and  pour  the 
water  in.  An  automatic 
float  valve  regulates  the 
depth  of  the  water  in  the 
drinking  trough  which  ex¬ 
tends  all  around  the  tank. 
Can’t  overflow  and  never 
runs  dry  as  long  as  there 
is  water  in  the  tank. 

Tank  and  trough  are 
soldered  and  spot  welded 
together — a  one-piece  job 
for  easy  handling.  Easy  to 
clean  and  is  very  strong 
and  durable. 

Lamp  housing  can  be 
used  as  a  stand  to  prevent 
hens  from  scratching  litter 
into  the  pan,  but  the  stand 
is  recommended  where  the 

heater  is  used. 


TOP  noti 


Improved 

Valve 


•fCAVYftAIL 


DRINKING  SPACE 
(ALL  AROUNDK 


HEAT 


automatic 

FtXAT  VALVE 

X 

LAMP  CASINO 
(USED  roQ  stand 

IN  SUM  iCR) 


SELF  CENTERING 
LAMP 


LARGE  METAL 
OIL  CONTAINER 


No.  L-509 


CHIMNEYLESS 

BURNER 


Top-filled, 
Sanitary 
and 
Easy  to 
Clean 


Cat,  No,  Capacity 

Without  Heater  or  Stand: 

L-505  5  gals, 

L-508  8  gals. 

L-512  12  gals. 

With  Heater  But  Without  Stand: 
L-506  5  gals. 

L-509  8  gals. 

L-513  12  gals. 

With  Heater  and  Stand: 


L-506S 
L-509S 
L-513S 
Stand  Only: 

L-97S 

L-98S 


5  gals. 

8  gals. 

12  gals. 

and  8  gals. 
12  gals. 


The  oil  heater  furn¬ 
ished  with  this  fountain  burns  thirty 
hours  at  one  filling  and  is  absolutely 
safe. 

The  fountain  stands  will  accom¬ 
modate  any  of  our  5,  8  or  12 -gallon 
fountains,  with  or  without  heater. 
Stands  are  123^2  in-  high.  The  three 
legs  make  them  self  leveling  and  avoid 
rocking  and  teetering  on  an  uneven 
floor.  Frames  are  of  heavy  steel  with 
channel  steel  legs.  Perches  of  wood. 

Packed  1  in  carton. 

Weight 

10  lbs. 

13  lbs. 

18  lbs. 

15  lbs. 

20  lbs. 

29  lbs. 

25  lbs, 

28  lbs. 

39  lbs. 


10  lbs. 

11  lbs. 


No.  L-508 
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Keep  Warm  Thermo  Fountain 

FOR  CHICKS  OR  HENS 


INSULATING  jacket  or  outer  tank  of  the  Keep  Warm 
Thermo  Fountain  is  an  inch  thick — all  the  way 
down.  The  top  is  insulated.  There  is  also  a  com¬ 
plete  layer  of  insulation  as  well  as  a  dead  air  space  below 
and  all  around  the  water  in  the  pan.  The  only  water 

surface  not  insulated  is 
that  which  has  to  be  left 
open  for  the  fowls  to  drink. 

This  fountain  affords 
a  complete  job  of  insul¬ 
ating  because  the  insula¬ 
tion  entirely  surrounds 
the  water  with  double  in¬ 
sulation  below.  Water 
heated  to  110  degrees  will 
not  freeze  in  this  fountain 
in  very  severe  weather. 
Easy  to  carry  and 
handle.  Only  two 
parts.  Theinnertank 
is  soldered  to  the 
base.  A  handle  in 
the  top  permits  water 
to  be  carried  in  this 
half  of  the  waterer. 
The  insulated  outer  tank 
slips  over  the  inner  tank 
and  a  half  turn  locks 
it  so  the  complete  foun¬ 
tain  can  be  carried  by  the 
bail  on  the  outer  tank. 

The  inner  tank  or 
the  fountain  proper 
is  filled  from  the  top 
and  as  the  outer 
tank  slides  into  place 
it  pushes  in  a  spring 
valve  that  releases 
the  water  which  is 
held  at  the  proper 

level  in  the  trough 
through  the  vacuum  principle.  Top  edge  of  pan  2%  in. 
from  floor ;  can  be  used  for  baby  chicks.  Packed  1  in  carton. 

L-3— Cap.  3  gals.,  wt.  19  lbs.  LE-3— With  35-watt  Electric  Heater 
L-5— Cap.  5  gals.,  wt.  24  lbs.  LE-5— With  35-watt  Electric  Heater 


No.  L-3 


Electric  heater  is  furnished  in  base  of  LE-3 
and  LE-5.  This  fountain  can  be  used  under 
any  conditions  and  will  not  freeze.  Heating 
element  is  only  35  watts.  Regular  type  Keep- 
Warm  Fountains  will  not  freeze  as  long  as 
hens  are  drinking  and  warm  water  from  inner 
can  is  flowing  into  drinking  pan.  Electric 
heated  type  is  recommended  for  poultrymen 
who  want  to  leave  fountains  filled  all  night. 
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No.  L-19 


No.  L-35 


Automatic  Fountain  with 
Valve  Float  Control 

Patented  Feb.  19,  1929 

The  flow  of  water  is  regulated  by  a  valve  which 
floats  on  the  surface  of  the  water  in  the  trough. 
Cone  shaped  wire  guard  keeps  birds  out  of  trough. 
Usually  furnished  with  electric  heater,  but  can  also 
be  used  with  oil  heater  where  electric  current  is  not 
available. 

L-19 — With  oil  heater,  weight  13  lbs. 

L-20 — With  electric  heater,  weight  15  lbs. 

Genuine  Zenith  Burners 


No.  1  Zenith  Burner — Complete  with  /^-in.  felt  wick. 

No.  2  Zenith  Burner — Complete  with  H-in.  felt  wick. 

No.  3  Zenith  Burner — Complete  with  1  J^-in.  felt  wick. 


Never  Dry  Round  Troughs 

No.  L-35 — Gravity  control.  When  the  fountain  is 
full  the  weight  of  the  water  automatically  shuts  off  the 
water  supply  and  as  the  amoimt  of  water  is  reduced  by 
drinking  the  valve  opens.  Cone  shaped  wire  guard 
keeps  fowls  out  of  trough.  Weight  each  8  lbs. 


Oil  Burning  Fountain  Heaters 

Can  Be  Used  With  Any  Flat  Bottom  Fountain 


This  oil  burning  heater  includes  a  lamp  that  will 
burn  for  thirty  hours  without  refilling.  The  lamp  is 
completely  surrounded  and  protected,  making  it  perfectly 


safe. 

Cat  No.  For  Use  With  Weight 

L-44  3  and  4-gal.  fountains  5  lbs. 

L-42  5-gaI,  fountains  5  lbs. 

L-43  8-gal.  fountains  8  lbs. 

L-43A  12-gal.  fountains  13  lbs. 


Above  Heater  Equipped  With  Genuine  Zenith  Burner. 
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Acorn  Automatic  Fountain  Valve 

A  LL  working  parts  made  entirely  of  brass,  carefully 
/A  machined  to  last  a  lifetime.  Extra  long  lever 
JL  JL  makes  the  fountain  work  equally  well  on  high  or 
low  water  pressure.  This  fountain  is  controlled  by  the 
weight  of  the  water  in  the  trough.  Has  adjustable  spring 
tension  to  take  care  of  different  sized  troughs  or  pans. 
Thumb  nut  adjustment  on  the  right  for  closing  valve  when 
removing  trough.  Works  automatically;  fills  trough  just 
as  full  as  you  wish  it  to  be  and  maintains  this  level  con¬ 
stantly.  Heavy  brass  coil  spring  is  used  to  counter-balance 
the  water  pan.  All  ready  for  connection  to  supply 

line. 


Valve— No.  L-610 
Pan— No.  LC-1317 


No.  L-610 — Shipping  weight  XYi  lbs. 

Illustration  also  shows  LC-1317,  corrugated  galvanized  pan  17  inches  in  diameter,  33^  inches 
deep,  with  smooth  ribbed  bottom.  Ideal  pan  for  feed  or  water. 

No.  LC-1317 — Shipping  weight  33  lbs.  per  doz. 


Acorn  Float  Valve 

PROGRESSIVE  poultrymen  equip  their  poultry 
houses  with  an  automatic  supply  of  water.  This 
efficient  float  and  valve  can  be  quickly  attached  to 
gravity  tank  or  city  water  system.  Float  is  made  of 
heavy  copper  and  other  parts  are  made  of  brass.  Rust 
proof.  Will  last  a  lifetime.  Easy  to  install.  Small  core 
of  soft  rubber  absolutely  shuts  off  the  water  when  float  rises 
in  the  pan  or  trough.  Rubber  core  is  easily  and  quickly 
replaced.  Will  operate  in  any  pan  or  trough.  Fits  3^-inch 
pipe  connection. 

No.  L-611 — Shipping  weight  1  lb.  each. 

No.  L-611 


Red-Top  Wire  Guards 

For  Crocks  or  Pans 


Above  illustration  shows  17 -in. 
RED-TOP  GUARD  with  LC-1317 
corrugated  feed  pan.  Pans  packed 


1  dozen  to  bundle.  Shipping  weight 

33  lbs. 

prices  below. 

Feeding 

No. 

Diameter 

Height 

Spaces 

Packed 

Weight 

L-612 

12  in. 

18  in. 

17 

12 

20  lbs. 

L-614 

143^  in. 

18  in. 

20 

12 

23  lbs. 

L-617 

17  in. 

21  in. 

23 

12 

20 

35  lbs. 

The  Red-Top  Wire  Guard  is  made  in  three  sizes  and  can 
be  used  as  a  guard  for  crocks  or  galvanized  feeding  pans. 
Made  of  No.  10  gauge  galvanized  wire,  electrically  spot- 
welded.  Wires  meet  at  a  peak  in  the  die  drawn  conical  top  which 
has  pressed  corrugations  into  which  the  wires  are  seated  and 
electrically  spotwelded.  This 
method  of  construction  gives 
unusual  rigidity  and  strength. 

Made  in  12,  and  17-inch 
diameters,  with  height  in  pro¬ 
portion.  Galvanized  feeding 
pans  are  not  included  in  the 


Die-Drawn  conical  top  with 
wires  set  in  deep  corrugations  and 
electrically  spotwelded.  Strongest 
possible  construction,  giving  strength 
and  rigidity. 


OAKES  "quality"  POULTRY  EQUII^ENT 


Automatic 

Control 


Acorn  Float 
Valve, 
Illustrated 
on  Page  20, 
is  Furnished 
with  Goose 
Neck  Pipe 
for 
Con- 
nection 
with 
Supply  Line. 
Easy  to  Lift 
Float  and 
Remove 
Trough 
i  for 

1  Clean¬ 

ing. 


With  or 
Without 
Electric 
Heater 


For 

Running 

Water 


Never  Dry 
Drinking  Trough 


Has  Drain 
Plug  . 
for  J 

Over-  U 
flow  U 


A  N  automatic  float  controls  level  of  the  water  and  an  over-flow  can  ® 
r\  be  used  to  make  the  water  flow  continuously,  keeping  the  water  ^ 

^  cool  in  summer.  Has  a  roost-proof  wire  guard;  perches  are  21  m 
in.  above  the  floor.  An  enclosed  electric  heater  is  mounted  beneath  the  ^ 
trough  when  desired.  This  is  a  multiple  heater  with  three  stages  controlled  by  3-way 
switch.  Heater  has  elements  of  35,  65  and  100  watts  on  low,  medium  and  high. 
No.  L-948 — No  Heater — 4  ft.  long,  8  in.  wide,  wt.  21  lbs. 

No.  LE-948 — With  Heater — 4  ft.  long,  8  in.  wide,  wt.  26  lbs. 

Griddle  Type  Electric  Fountain  Heaters 

Where  electric  current  is  available  this  heater  is  ideal  for  keeping  water 
warm.  It  eliminates  fire  hazard  and  the  trouble  and  inconvenience  of  filling  and 
trimming  lamps.  The  griddle  type  of  heater  provides  a  broad  heating  surface 
that  is  kept  warm  by  the  special  star  shaped  asbestos  covered  heater  coil  that 
is  shown  in  the  accompanying  illustration.  The  asbestocell  insulation  with  gal¬ 
vanized  iron  base  makes  the  heater  practically  water  proof.  Each  heater  is  furnished  with  8-ft.  drop  cord  and  plug. 
Furnished  in  three  sizes. 

No.  L-50  — 10-in.  heater,  70  watt,  weight  5  lbs.  .  — rr^s — — 

No.  L-50A — 12-in.  heater,  3-way  switch  to  control  3  heat  ^  ^  ■  . 

stages  of  35, 65  and  100  watts,  weight  6  lbs.  ^  •  *  ’  '  '  '  No  L-50 

No.  L-50B-  15-in.  '  V^.  ■ 

heaterwithmultipleswitch  ^  ^ 

’ '’’v  and  3  heat  stages,  weight  V:;,,  -  liUK--  rf*i!l3iterriiTTn 

f 7  lbs. 


Immersion  Type  Heater 

The  Immersion  Type  Fountain  Heater 
will  keep  8  gallons  of  water  from  freezing. 
Complete  with  8  ft.  of  rubber  insulated  drop 
cord.  Ready  to  “plug  in.”  Heating  element 
65  watts.  Price  does  not  include  fountain. 
LH-38  shipping  weight  4  lbs. 


Heated  With 
a  Real  Heat 
Unit — Not 
With  Lamp 
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Patented 

Shipped 
Set  Up 


No  Ashes 
No  Fumes 
No  Trouble 


Electric  Heated 
Brooders 


No.  L-742 


Tests  at  agricultural  colleges  and  by 
practical  poultrymen  show  that  these 
electric  brooders  reduce  labor  cost  of 
brooding  by  50%  and  that  electrically  brooded 
chicks  are  healthier,  sturdier  and  make  greater 
weight  gains  on  less  feed  than  chicks  otherwise 
brooded. 


The  electric  brooder  can  be  installed  and 
placed  in  operation  immediately  on  arrival.  It 
is  only  necessary  to  plug  into  the  nearest  lamp 
socket  and  adjust  the  thermostat  switch  to  the 
desired  temperature. 

After  adjustment  the  heat  is  turned  on  and 
off  automatically  by  the  thermostat  and  there 


VENTILATING  FLUE 


HEAT  CONTROL 


VISIBLE  THERMO' 
ME 


CANVAS 

CURTAIN 


INSULATORS 


ELECTRIC  COILS 
8  FOOT  - 
ELECTRIC  CORD 


No.  2  Steel  Hoist  and  Chain 

Heavy  steel  pulley  blocks; 
gray  enamel  finish.  Self 
locking;  when  you  stop 
pulling  and  move  the  draft  rope 
slightly  outward  away  from  the 
block,  the  hoist  instantly  locks. 
This  hoisting  device  enables  oper¬ 
ator  to  raise  entire  brooder  for  clean¬ 
ing  underneath  or  adjusting  height 
to  larger  size  chicks.  Especially 
recommended  for  42,  52,  56,  72  and 
84-inch  sizes.  Pulley  blocks  take 
3^"  rope.  Rope  is  not  furnished. 
Hoist  assembly  consists  of  chains 
and  2  blocks.  One  assembly  packed 
in  carton.  Chain  hoist  extra. 
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is  no  lamp  or  stove  to  take  up  valu¬ 
able  space  under  the  canopy.  The 
entire  space  beneath  the  hover  is 
available  for  chicks. 

There  is  no  crowding  or  smother¬ 
ing  and  day  and  night  the  electric 
brooder  maintains  just  the  right  degree 
of  brooder  temperature  needed — with¬ 
out  variation. 

The  heat  is  evenly  distributed 
under  the  entire  hover.  Fire  hazards 
are  eliminated  and  there  is  no  danger 
of  gassing  the  chicks. 

Economical  to  Operate 

While  securing  all  the  advantages 
of  the  electric  heating,  including  the 
savings  in  work,  worry  and  time, 
this  electric  brooder  is  very  econom¬ 
ical  from  the  standpoint  of  actual 
current  consumed. 

The  wattage  and  average  kilowatts 
for  24-hour  consumption  for  the 
different  size  is  as  follows: 


Size 

Wattage 

K.W.  Used 

22x22  in. 

300 

2. 

32x32  in. 

300 

3.5 

42x42  in. 

500 

6. 

52x52  in. 

660 

7.5 

52x84  in. 

1,000 

12. 

The  hover  is  heavily  insulated  to  prevent 
heat  loss,  and  an  even  distribution  of  heat 
is  secured  by  the  square  heating  element  which 
is  completely  encased  in  metal,  giving  greater 
diffusion  and  radiation  and  eliminating  short 
circuits  and  fire  risks. 

The  canopy  and  legs  are  of  galvanized  steel 
bolted  and  spot-welded.  Shipped  assembled, 
attach  legs  and  curtain  and  “plug  in.” 

Ventilation  is  provided  by  ventilating  flue 
in  the  center  of  the  canopy.  This  extends 


down  toward  the  floor  and  terminates  in  a  bell 
shaped  base.  The  pilot  light  in  the  base  warms 
the  air  and  forces  it  upward  creating  a  con¬ 
tinuous  but  very  gentle  air  current  that  keeps 
fresh,  healthy  air  constantly  before  the  chicks. 

No.  L-784  has  two  complete  heating 
elements  and  can  be  operated  at  half  capacity 
when  desired.  Canopy  curtains  detachable 
for  cleaning  or  replacement. 

Operates  on  32,  110  or  220  volt,  direct  or 
alternating  current. 

Be  sure  to  specify  current  when  ordering. 

Chick  capacity  based  on  agricultural  college 
recommendation  of  seven  square  inches  per 
chick. 


Catalog  No. 

Size 

Capacity 

Weight 

L-722 

22x22  in. 

75 

15  lbs. 

L-732 

32x32  in. 

150 

35  lbs. 

L-742 

‘  42x42  in. 

250 

70  lbs. 

L-752 

52x52  in. 

385 

100  lbs. 

L-784 

52x84  in. 

625 

140  lbs. 

Chain  and  Hoist  extra. 
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Chain  and 
Hoist  Extra 

(Illustrated  Page  22) 


Acorn  Electric  Brooders 

(Patented) 

Automatic  Heat  Control 
Ventilated  Canopy 

Adjustable 
Legs 

Pilot  Light 

No  Fire 
Hazard 


ON  a  current  rate  of  7c  per  kilowat  hour 
Acorn  Electric  Brooders  can  be  oper¬ 
ated  just  as  economically  as  any  coal 
or  kerosene  burning  brooder  stove.  The 
patented  electric  heating  element  is  fully 
enclosed  and  eliminates  all  fire  hazards. 
Poultrymen  with  electric  brooders  can  sleep 
soundly  at  night.  No  worry  about  fire, 
gassing  of  chicks  or  overheating.  The  Auto¬ 
matic  Control  is  thermostatically  operated 
and  maintains  just  the  right  degree  of  temper¬ 
ature  at  all  times.  By  a  simple  adjustment 
of  the  heat  control  thumb  nut  on  the  top  of 
the  hover  any  desired  temperature  can  be 
produced. 

The  fully  enclosed  heating  element  is 
circular  in  shape  and  radiates  and  distributes 
the  heat  evenly  throughout  the  canopy. 
Chicks  cannot  come  in  contact  with  the 
resistance  wires  and  cause  short  circuits. 

Cost  of  Operation 

Cost  of  operation  will  depend  upon  the 


local  current  rate.  Most  electric  companies 
make  a  special  power  rate  for  electric  brooders. 
Under  ordinary  conditions  the  cost  will  vary 
from  15c  to  50c  per  day  depending  on  the  size 
of  the  brooder,  number  of  chicks  brooded  and 
outside  temperature. 

No  Auxiliary  Heat 

No  auxiliary  heat  is  necessary  when  the 
canopy  is  large  enough  to  hover  all  of  the 
chicks.  Best  results  are  obtained  when  seven 
square  inches  is  allowed  per  chick  throughout 
the  brooding  period. 

Ventilated  Canopy 

Acorn  round  electric  brooders  are  fully 
and  automatically  ventilated  at  all  times. 
The  pilot  light  in  the  base  of  the  ventilating 
flue  forces  a  slight  movement  of  air  under  the 
canopy  at  all  times.  The  litter  is  always 
dry  under  the  hover.  No  moisture  can 
accumulate. 
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Special  Construction  Features 

Built  throughout  of  heavy  galvanized  steel,  with 
sturdy  adjustable  steel  legs,  securely  bolted  to  the 
hover.  Hover  is  made  of  two  pieces  and  rigidly  bolted 
together.  Inside  of  canopy  is  insulated  with  heavy 
Celotex  disc  and  covered  with  a  special  heat  deflecting  deck. 
Enclosed  heating  element  is  mounted  firmly  on  the  heat 
deflector.  Pilot  light  is  mounted  in  the  ventilator  bell. 
Automatic  Wafer  Thermostat  Heat  Control  is  mounted 
near  the  edge  of  the  canopy.  Heavy  cotton  flannel  curtains 
can  be  removed  for  cleaning.  Chain  hoist  shown  in  illus¬ 
tration  on  page  24  is  not  regular  equipment.  Note  the 
slight  extra  charge.  Each  brooder  complete  with  pilot 
light,  automatic  heat  control,  thermometer,  flannel  curtains 
and  eight  feet  of  shock-proof  rubber  covered  drop  cord. 


Catalog 

Diameter 

Chick 

Weight 

Wattage  of 

Number 

Canopy 

Capacity 

Lbs. 

Heater 

L-932 

3  2 -inch 

115 

36 

250 

L-942 

4  2 -inch 

200 

60 

380 

L-956 

5  6 -inch 

350 

63 

480 

L-972 

7  2 -inch 

580 

140 

600 

LH-2 

Chain  and  Hoist  Assembly 

Electric  Broodier  Parts 


Oakes  Electric  Heating  Elements 


The  illustration  shows 
the  construction  of  the 
Oakes  round  heating  coils. 
Heavy  Nichrome  resist¬ 
ance  wire  is  wound  in  coils 
and  held  in  place  by  por¬ 
celain  spool  insulators. 
The  element  is  completely 
enclosed  in  metal  to  pre¬ 
vent  short  circuits  or  fire. 

For  those  who  wish  to 
make  their  own  electric 
brooder,  this  splendid 
heating  element  is  offered. 
The  complete  outfit  consists  of  the  circular  electric  heat¬ 
ing  unit  with  three  metal  hanger  clips.  Be  sure  you 
specify  current,  wattage  and  voltage  when  ordering. 


Cat. 

Outside 

Inside 

Watts  of 

Number 

Diam. 

Diam. 

Element 

L-HE-70 

15% 

10% 

70 

L-HE-100 

15% 

10% 

100 

L-HE-150 

17% 

15% 

150 

L-HE-200 

17% 

15% 

200 

L-HE-350 

19% 

10% 

350 

L-HE-550 

19% 

10% 

550 

Brooder  Unit 


with  Legs 


For  use  in  battery 
shelves  or  under  small 
canopies.  The  Oakes 
patented  enclosed  element 
as  described  above  with 
heavy  iron  legs  makes  an 
ideal  unit.  Heater  ring 
has  outside  diameter  of 
17%  inches  and  inside 
diameter  of  15%  in.  Wattage 
No.  HE-93  1  in  carton. 


150.  Drop  cord  included. 
Weight,  about  5  lbs. 


Thermostatic  Metal  Circuit  Breaker 

Ji 


- 


No.  HE-90 


lite  block, 
sible  to  set 
perature. 

HE-90  Weight,  packed,  1  lb. 


Positive  in  action.  Main¬ 
tains  temperature  in  brooder 
or  incubator  at  any  degree 
desired.  Special  metal  con¬ 
tact  points  do  not  fuse  or 
burn.  Current  is  either  on 
or  it  is  off  entirely.  The  long 
tongue  of  thermostatic  metal 
expands  with  heat  and  breaks 
contact  points  apart.  When 
heat  is  reduced  the  metal 
strip  contracts  and  points 
come  together  closing  the  elec¬ 
tric  circuit.  Complete  assem¬ 
bly  mounted  on  heavy  bake- 


Adjusting  screw  and  lock-nut  makes  it  pos- 
the  control  to  maintain  any  desired  tem- 


Automatic  Circuit  Breaker 

Wafer  Thermostat  Control 

Illustration  shows 
cross  section  view  of  the 
Automatic  Thermostat  No.  HE- 
heat  control.  Non-fusing 
contact  points  open  and 
close  the  circuit  of  electric 
current  when  the  wafer 
thermostat  expands  or 
contracts.  Each  thermo¬ 
stat  is  carefully  tested  and  will  respond  instantly  to  the 
slighest  variation  of  temperature.  When  the  wafer  ex¬ 
pands  with  heat  the  contact  points  are  separated  and  the 
circuit  is  broken.  A  long  adjusting  screw  enables  the 
operator  to  set  the  regulator  to  maintain  any  desired 
temperature.  A  lock-nut  holds  the  adjustment  once  it 
is  made. 
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Electric 

Combination 

Incubator 

and 

Brooder 


Automatic,  Safe, 
Clean,  Odorless 
and  Economical 

Brings  Chicks  Safely 
Through  Critical 
Early  Weeks 


Patented 
June  26, 1923 
Nov.  4,  1924 
June  23, 1925 


Hatches  eggs  for  a  cent  a  piece. 
Cost  of  operating  this  incubator  in  a 
room  of  ordinary  temperature  does 
not  average  more  than  $1.00  for  100  eggs  on 
a  ten-cent  current  rate. 

Attaches  to  Any  Light  Socket 

It  can  be  furnished  to  operate  on  3 2 -volt, 
110-volt  or  220-volt  current,  either  direct  or 


alternating.  Specify  current  when  ordering. 

Thermostat  automatically  turns  the  heat  on 
or  off  as  required.  There  is  no  chance  of 
overheating  and  the  temperature  can  be 
regulated  to  a  fraction  of  a  degree. 

A  button  turns  on  the  red  light  in  the  cover. 
The  light  is  hung  directly  over  the  thermometer 
which  can  be  read  without  opening  the  in¬ 
cubator,  through  a  small  glass  window  in  the 
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top.  All  parts  are  of  metal  except  the  insula¬ 
tion  which  is  composed  of  porcelain,  asbestos 
and  fiber.  The  case  is  double  walled  and 
packed  with  wool  felt  to  hold  the  heat.  The 
circular  heating  element  on  the  top  distributes 
the  heat  evenly  throughout  the  egg  chamber. 

The  egg  tray  is  made  of  closely  woven  gal¬ 
vanized  wire  cloth.  Thorough  ventilation  is 


In  use  as  a  brooder  it  prevents 
worry  and  reduces  the  care  of  bring¬ 
ing  the  chicks  safely  through  the 
critical  early  weeks  of  their  develop¬ 
ment. 

The  temperature  can  be  regu¬ 
lated  to  exactly  the  degree  that 
is  best  for  the  size  of  the  chicks. 


As  a  Brooder 


provided  through  holes  in  the  top  and  bottom. 
Automatic  feature  saves  time,  trouble  and 
worry. 

After  placing  eggs  in  the  machine  the  only 
attention  necessary  is  to  cool  the  eggs  in  the 
usual  manner  and  turn  them  twice  daily  by 
rolling  slightly  with  the  palm  of  the  hand. 

No  Odors — No  Dirt 

Either  size  can  be  operated  in  living  room 
or  kitchen  as  there  are  absolutely  no  odors 
and  no  dirt  such  as  accompanies  re-fueling 
incubators  and  brooders  of  any  other  type. 

The  top  is  removed  from  the  incubator  by 
taking  out  the  hinge  pin.  A  set  of  brooder  legs 
snap  into  place  easily  and  quickly.  The 
double  brooder  curtain  is  quickly  adjusted 
and  attached. 


The  automatic  regulator  keeps  it  uniform. 

Here,  again,  the  red  light  that  flashes  on 
when  the  heating  element  is  in  operation 
enables  the  operator  to  check  the  temperature 
without  disturbing  the  chicks  and,  at  the  same 
time,  observe  what  is  going  on  beneath  the 
hover  through  the  glass  window  in  the  top. 
The  red  light  prevents  cannibalism. 

Here,  also,  the  ventilating  holes  provide 
for  the  escape  of  warm,  foul  air  through  the 
top  and  a  mild  inward  flow  of  fresh  air  that 
greatly  aids  in  the  development  of  the  chicks. 
Made  in  two  sizes,  each  with  thermostat, 
light  bulb,  circular  heat  unit,  egg  tester, 
brooder  curtains  and  legs. 

No.  L-87 — -60-egg  size.  Weight  25  lbs. 

No.  L-88 — 100-egg  size.  Weight  40  lbs. 
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Oakes  “Gro-Ezy”  Electric  Brooders 

A  Sweeping  Success! 

Battery  Brooding  Now 
Possible  For  Every 
Poultryman  At 
Surprisingly 
Low  Cost 


Floors 
223^  X  35 

Head  Room 
9}/2  Inches 


Outside  Height 
11  Inches 


LAMP  SOCKET 
FOR  PI  LOT  LIGHT 


automatic 

THERMOSTAT 
HEAT  CONTROL 


LONG  ELECTRIC 
EATI NG  ELEMENT 


HEAVY  CANVAS 
CURTAl N 


HEAVY  TINNED 
WIRE  FLOORS 


DOORS  CAN 
BE  LOCKED 


WIDE  AND  DEEP 
TROUGHS  DO 
NOT  WASTE  FEED 


ADJUSTABLE 

FEEDING 

TROUGHS 


DROPPING  PAN 
REMOVABLE 


Uses 
Small  Floor 
Space 


HINGED  DOORS 


These  new  “Gro-Ezy”  Brooders  have  every  feature  necessary  to  raise  big,  husky, 
healthy  chicks  quickly.  It  gives  them  the  kind  of  a  start  in  life  that  enables  them  to 
keep  on  growing  to  profitable  maturity. 

Ample  feed  and  water  troughs  on  three  sides  provide  the  chicks  with  plenty  to  eat 
and  drink  at  all  times.  There  are  60  inches  of  trough  space. 


Chicks  Eat  From  Open  Troughs 

The  chicks  eat  from  open  troughs.  Every  chick  has  a  chance  to  get  its  fill.  A 
chick  will  go  to  an  open  trough  every  time  in  preference  to  eating  or  drinking  through  holes 
or  between  wires,  or  bars.  In  each  “Gro-Ezy”  drawer  there  are  two  20-in.  feed  troughs  and 
one  20-in.  water  trough.  These  troughs  are  open  their  entire  length.  The  feed  is  easily 
accessible  and  yet  the  chicks  cannot  get  into  it  or  foul  it. 

Chicks  always  see  the  feed  but  no  feed  is  wasted.  Doors  lift  up  and  drop  into  slots  in 
the  ends  of  the  trough,  providing  an  adjustment  of  the  feeding  space  from  in.  to  1 in.  in 

width.  This  is  ample  room  for  chicks  from  a 
day  old  to  ten  weeks  old. 


Gro-Ezy  Brooder  No.  L-703 

This  shows  No.  L-703.  A  real 
handy  home  unit  for  starting  300 
chicks.  Portable  and  easy  for  women 
to  handle.  Floor  space  required  is  only 
31J^  inches  by  37  inches. 


Separate  Thermostat  Control  on 
Each  Drawer 


The  heat  is  controlled  by  an  automatic  ther¬ 
mostat  at  the  back  of  each  brooder  drawer.  It’s 
easy  to  hold  an  even  temperature  in  each  level  or 
to  operate  each  drawer  in  a  series  of  different 
temperatures. 

This  separate  automatic  temperature  control 
for  each  drawer  is  absolutely  necessary,  as  it  is 
impossible  for  one  electric  control  to  equalize  heat 
at  all  levels,  the  lower  drawers  near  the  floor  re¬ 
quiring  more  heat. 

Sanitary  —  Easily  Cleaned 

Floor  trays  and  dropping  pans  are  easily 
removed  for  cleaning. 

The  wire  floors  are  built  in  separate  frames  of 
heavy  wire  woven  with  mesh.  After  form¬ 

ing,  these  floors  are  dipped  in  hot  tin.  They  are 
smooth  and  easier  to  keep  clean  than  ordinary 
hardware  cloth.  This  is  the  same  material  used 
in  refrigerator  shelves. 

Removable  dropping  pans,  of  heavy  galva¬ 
nized  steel,  are  in.  deep  and  have  a  clearance 
of  1%  in.  from  bottom  of  wire  floor. 


Combination  Racks  Permit  Easy 
Expansion  When  Needed 


Gro-Ezy  Brooder  No.  L-705 

Illustration  above  shows  the  rear  view  of 
a  five  drawer  unit  of  the  Oakes  “GRO-EZY” 
Battery  Brooder.  No  special  wiring  necessary. 
Just  “plug  in”  on  the  nearest  lamp  socket. 
Current  is  carried  to  a  special  electric  panel 
mounted  on  the  back  of  the  metal  frame.  Each 
individual  drawer  is  plugged  into  the  panel. 
Cord  is  long  enough  to  permit  drawers  to  be 
pulled  half  out  without  detaching  plug.  Maxi¬ 
mum  current  required,  650  watts. 
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oakes"~^CaOW~poFltrv' 


Same  Size 

Rack  is 

Used  for 

Both 

4  and  5 

Drawer 

Units. 

Floor 

Space 

3iy2x37in. 


Note  All  These 
Exclusive  Gro-Ezy 
Features 


Chicks  Cannot  Escape 

This  Brood  Unit  can  be  so  closely  adjusted  that  it  is  im¬ 
possible  for  day-old  chicks  to  escape  from  it.  Each  Brooder 
Drawer  can  be  easily  opened  at  either  side  or  at  the  front,  or 
the  Drawer  can  be  pulled  out  and  the  lid  lifted. 


1. 

2. 

3. 

4. 

5. 

6. 

7. 

8. 
9. 

10. 

11. 

12. 

13. 

14. 

15. 


Patented  Enclosed  Electric  Heating 
Element. 

Automatic  Thermostatic  Heat  Control 
in  each  individual  drawer. 

Removable  Tinned  Wire  Floors,  Vz-inch 
mesh. 

Removable  Dropping  Pans. 

Low  operating  cost.  Uses  about  one 
kilowatt  in  24  hours. 

Head  room  9V^  inches.  Floors  221/2x35. 

Easy  to  remove  chicks  through  lifted 
lid  or  hinged  doors. 

Escape  proof.  Chicks  can’t  get  out. 

Positive  Control  Feeding  Adjustment. 

Chicks  eat  and  drink  from  OPEN  un¬ 
obstructed  troughs. 

NO-WASTE  Feed  Troughs. 

Drawers  are  easily  removed  from  rack. 

Rack  is  portable. 

Pilot  light  socket. 

Capacity,  60  to  100  chicks  per  drawer. 


GRO-EZY  SPECIFICATIONS  AND  PRICES 


Furnished  in  either  32  or  110  volt.  BE  SURE  TO  SPECIFY  VOLTAGE  and  whether  for  Direct  or  Alternating 
Current.  Each  Brooder  Unit  is  shipped  knocked  down.  Easy  to  set  up.  Each  Gro-Ezy  drawer  is  completely  equipped 
with  heating  element,  automatic  temperature  control,  pilot  light,  socket  and  drop  cord,  unless  otherwise  directed. 
Capacity  rating  is  for  chicks  day  old  to  one  week. 


Height 

11" 

11" 

40" 

50H" 

641^" 

75" 


Head 

Room 

9K" 

9^" 

9M" 

93^" 

93^" 

9>4" 


Shipping 
Weight 
30  lbs. 
34  lbs. 
118  lbs. 
152  lbs. 
208  lbs. 
242  lbs. 
50  lbs. 
72  lbs. 


Capacity  Drawer 

Day  Old  Width 

Chicks  and  Length 


L-  701W — Single  Drawer . . .  100  223^x35 

L-  701 — Single  Drawer . . . . . .  100  223^x35 

L-  702 — 2-Drawer  Unit  and  Rack _  200  223^x35 

L-  703 — 3-Drawer  Unit  and  Rack . .  300  223^x35 

L-  704 — 4-Drawer  Unit  and  Rack .  400  223^x35 

L-  705 — 5-Drawer  Unit  and  Rack _ _ 500  223>^x35 


L-7023 — Rack  only  for  2  or  3  Drawers  .  .. . . . . . 

L-7045 — Rack  only  for  4  or  5  Drawers . . . . . . . 

L-  265 — Metal  Back  Brooder  Thermometer. 

L-  266 — 8-inch  Brooder  Thermometer,  mounted  on  wood. 
L-  280 — Pilot  Light  Bulb,  red  (30  watts). 

Two  sizes  of  racks  are  provided.  One  for  2  or  3 
units;  one  for  4  or  5  units.  Single  units  can  be 
operated  on  a  table  or  box.  Racks  take  floor  space 
31x37  inches.  Several  thousand 
chicks  can  be  operated  in  any 
room  or  table. 


Convenient 
Compact  and 
Practically 
Indestructible 
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U.  S.  Patent 
No.  1665102 
April  3,  1928 


Electric  Heated  Battery  Brooder 

Separate  Automatic  Heater  in  Each  Compartment 


Canadian  Patent 
No.  279654 
April  24,  1928 


DISTINCTIVE  ADVANTAGES: 


1 —  Sturdy  frame  of  rust  proof  gal¬ 
vanized  sheets  and  heavy  iron 
angles  makes  it  stronger  and 
sturdier  than  any  other  brooder 
now  on  the  market. 

2 —  Patented  enclosed  electric  heat¬ 
ing  element,  circular  in  con¬ 
struction,  which  provides  uni¬ 
form  distribution  of  heat  at 
lower  cost  than  is  possible  with 
brooders  heated  by  electric  light 
bulbs  which  are  made  for  light 
and  not  for  heat. 

3 —  Automatic  Thermostat  Control 
which  maintains  the  tempera¬ 
ture  in  each  brooder  compart¬ 
ment  with  little  variation. 

4 —  Positive  circulation  of  fresh  air 
through  each  brooder  compart¬ 
ment  by  our  new  and  unusual 
ventilation  system  on  which  we 
have  application  for  patent.  The 
air  is  kept  in  continual  move¬ 
ment  without  the  aid  of  fans  or 
other  mechanical  draft  produc¬ 
ing  means. 

5 —  Pilot  Lights.  Amber  or  red  col¬ 
ored  pilot  lights  are  installed 
in  each  compartment.  Experi¬ 
ments  carried  on  by  feed  man¬ 
ufacturers  definitely  indicate 
that  red  or  amber  colored  lights 
practically  eliminate  cannibal¬ 
ism.  Lights  of  other  colors  en¬ 
courage  cannibalism. 

6 —  Shipping  weight  of  500  lbs.  in¬ 
dicates  the  sturdy  and  strong 
construction  of  this  brooder. 

7 —  Escape  proof  troughs. 


A  SEPARATE  heating  element  individ¬ 
ually  controlled  by  an  automatic 
thermostat  is  provided  for  each  of  the 
five  Compartments.  Different  temperatures 
in  each  compartment  if  desired. 

Each  compartment  is  divided  into  two  parts. 
The  brooder  section  contains  a  patented 
enclosed  fire-proof  electric  heating  element 
with  automatic  thermostat  and  also  a  pilot 
light.  The  feeding  and  exercising  space  has 
two  feeder  troughs,  one  on  each  side,  measuring 
24x3x2 3^^  in.  Holds  approximately  3  quarts 
each.  The  water  trough  on  the  front  of  each 
section  is  28^x3x2}/^  in.,  holding  about  a 
gallon.  Each  shelf  is  283^2  in.  wide,  48  in.  long 
by  11  in.  high — 1324  square  inches  of  brooding, 
feeding  and  exercising  space. 

Floors  are  of  woven  wire,  3^  in.  mesh.  Each 
floor  is  in  two  sections  measuring  24x283^  in. 


each  and  slides  in  and  out  from  either  front  or 
rear.  Floors  are  dipped  in  hot  tin  after  they 
are  formed ;  droppings  do  not  adhere  and 
accumulate  on  the  tinned  wire  but  slide 
through  into  the  dropping  pan  below. 

The  ventilating  flue  extending  from  top  to 
bottom  is  provided  with  a  heating  element 
that  maintains  a  constant  circulation  of  air 
and  gentle  suction  which  removes  excess 
moisture  and  foul  air  from  the  five  brooder 
sections.  The  foul  air  is  replaced  by  gentle 
currents  coming  in  around  the  edges  of  the 
curtains  and  passing  through  the  entire  com¬ 
partment.  Rear  door  also  has  adjustable  ven¬ 
tilator  openings.  This  feature  of  providing  live 
fresh  air  without  fans  or  other  mechanical 
device  is  very  important  and  effective. 

The  doors  on  all  three  sides  of  the  exercising 
compartment  have  long  vertical  slots  through 
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which  the  chicks  are  always  visible.  The 
doors  swing  out.  The  bottoms  drop  into 
notches  at  both  ends  of  the  trough,  making  the 
opening  above  the  feeder  from  %  in.  to  13^  in., 
taking  care  of  day  old  chicks  and  others  up 
to  8  weeks  old. 

Dropping  Pans 

Dropping  pans  are  in  two  sections,  remov¬ 
able  from  front  and  rear,  with  13^  in.  clearance 
between  the  wire  floor  and  the  pan.  This 
brooder  is  easily  rolled  on  the  heavy  23^  in. 
casters.  It  measures  53  in.  long,  31  in.  wide 
and  67  in.  high. 

Each  compartment  holds  150  chicks  from 
one  day  to  two  weeks  old,  100  chicks  up  to 
four  weeks  old  and  75  chicks  four  to  seven 
weeks  old. 

L-708 — Weight  500  lbs.,  knocked  down  and 
crated. 

L708W — Same  as  above  without  heating 
elements  or  automatic  controls.  Weight  475  lbs. 

Special  Display 
Electric  Brooder 

For  Hatcheries  and  Broiler  Plants 

WIRE  doors  front  and  sides  of  ^-in.  mesh 
give  greater  visibility  of  chicks. 
Hatcherymen  will  find  this  brooder 
an  ideal  unit  for  displaying  chicks  in  the 


salesroom.  Doors  are  finished  in  bright  tin, 
making  the  brooder  a  very  attractive  display 
proposition. 

Feed  and  water  troughs  are  of  new  and 
improved  design.  Special  end  construction  of 
troughs  makes  the  brooder  escape  proof. 

Doors  open  outward  and  rest  in  adjusting 
slots.  Easy  to  adjust  trough  width  to  age  of 
chicks.  No  holes  or  bars  for  chicks  to  eat 
through.  They  eat  from  an  open  trough. 
Our  experiments  have  proved  that  chicks  IF 
GIVEN  A  CHOICE,  prefer  to  eat  from  open 
troughs. 

No  foul  odors  in  this  brooder.  Adjustable 
ventilation  openings  inside  brooder  compart¬ 
ment  and  in  rear  door  provide  positive  and 
accurate  ventilation. 

Construction  details  other  than  wire  doors 
identical  with  L-708. 

L-709 — Weight  510  lbs.  Shipped  knocked 
down  and  crated. 

L709W — Same  as  above  without  heating 
elements  or  automatic  controls.  Weight  485  lbs. 


No.  L-108W 


31 


OAKES  OUALITY  POULTRY  EQUIPMENT 


Finishing  Battery  for  Broilers  and  Hens 


Angle 

Iron 

Frame 


Tinned 
Wire 
Floors 
3/4  in.  Mesh 


No 

Waste 

Troughs 


Self- 

Locking 

Doors 


Eight 
Compart¬ 
ments 
24V2  X  29V2  in. 

Each 


14 

Inches 

Head 

Room 


Capacity 

120 

Broilers 


This  new  finishing  or  fattening  battery 
is  of  superior  construction  throughout. 
No  other  battery  is  as  heavy  or  sturdy. 
Special  structural  details  make  this  the  most 
sanitary  and  cleanable  battery  on  the  market. 
It  will  last  a  lifetime. 

Your  profits  will  increase  through  reduction 
of  labor,  disease  among  poultry,  shrinkage  and 
replacement  costs. 

All  steel  construction  permits  free  use  of 
disinfectants  without  injury  to  the  equipment. 
The  solid  galvanized  steel  top  provides  shade 
and  protection  from  elements  when  used  as  an 
outside  display  battery.  Feed  troughs  are  of 
heavy  galvanized  steel.  They  will  not  warp, 
rot  or  crack  open.  Easy  to  keep  clean.  Do 


not  retain  foul  odors  and  contaminate  feed 
like  wood  troughs. 

Rigid  and  sturdy  frame  made  of  1x1 -inch 
angle  iron  with  bright  non-rusting  finish. 
Height  of  frame  72  inches;  length  without 
feeders  48  inches,  with  end  feeders  58  inches; 
width  without  feeders  32  inches;  with  feeders 
42  inches.  Frame  is  portable,  being  mounted 
on  sturdy  ball  bearing  castors. 

Compartment  Doors  are  sliding  and  self¬ 
locking.  Doors  slide  up  out  of  the  way, 
making  an  opening  14  inches  wide  by  13  inches 
high.  Doors  are  ESCAPE  PROOF  and  oper¬ 
ate  with  one  hand. 

Dropping  Pans  are  heavy  and  deep.  Made 
of  26-gauge,  galvanized.  Corners  are  closed. 
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Pans  are  ^  inch  deep.  Pan  slides  or  supports 
are  heavy  galvanized  channels  which  extend 
the  length  of  the  frame,  adding  strength. 

Floor  trays  are  283^x24  inches  with  ^-inch 
mesh.  Frame  and  cross  supports  of  3^ -inch 
rod  make  this  floor  the  strongest  and  best 
used  in  any  battery.  The  TINNED  WIRE 
FLOORS  are  made  of  same  material  as  re¬ 
frigerator  shelving.  Tinner  floors  are  prac¬ 
tically  self-cleaning.  The  more  they  are  used 
the  BRIGHTER  they  get.  All  floors  are 
woven  wire.  No  spotwelded  ends  to  come 
loose.  Will  last  five  times  as  long  as  hard¬ 
ware  cloth  floors. 

The  purpose  of  a  finishing  battery  is  to 
prepare  fowls  for  market  as  quickly  as  possible. 
Each  battery  is  regularly  equipped  with  16 
troughs — two  for  each  feeding  compartment. 
Each  trough  has  soldered  ends.  Can  be  used 
for  either  feed  or  water. 

Troughs  are  223^  inches  long  and  3^  inches 


No.  L-324 


deep  on  the  feeding  side.  Rounded  bottom 
slides  feed  toward  the  fowls.  Troughs  hang 
on  sides  and  are  easily  removed  for  cleaning. 
Trough  capacity:  Water,  6  quarts;  feed,  10 
pounds. 

Frames  are  punched  for  trough  supports  on 
front  of  each  compartment.  For  faster  finish¬ 
ing  this  third  trough  is  recommended.  Length 
of  front  trough  303^  inches.  Ends  are  soldered. 
Holds  8  quarts  of  water  or  14  pounds  of  feed. 
Front  troughs  are  not  regular  equipment  but 
may  be  had  at  an  extra  cost  of  75c  each. 

Eight  compartments,  each  293^  inches 
wide,  243^^  inches  long  with  14  inches  of  head- 
room.  All  measurements  inside. 

Sides  and  front  of  compartments  including 
doors  are  made  of  No.  7  wire  with  l^^-inch 
spacing.  Center  portion  is  made  of  wire  with 
same  spacing  and  is  removable. 

Each  compartment  will  easily  hold  15 
broilers  of  2  to  23^2  pounds.  Total  capacity 
120  broilers. 

L-316 — Finishing  Battery  with  16  Troughs 
Weight  crated,  345  lbs. 

L-324 — Finishing  Battery  with  24  Troughs. 
Weight  crated,  375  lbs. 

Shipped  knocked  down  F.  O.  B.  Tipton, 
Ind. 
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GRO-FAST  Cabinet  Brooder 


United  States 
Patent  Pending 


Canadian  Patent 
No.  310693 
April  21,  1931 


Warm  in  Winter 
Cool  in  Summer 


Self -Ventilating 
“Live  Air”  Insures  Greater 
Growability 


IF  you  want  to  get  into  the  brooding  business 
on  a  big  production  basis,  or  increase  your 
present  brooding  capacity,  GRO-FAST 
offers  you  an  opportunity  to  make  large 
profits  from  a  small  investment. 

The  commercial  brooding  of  chicks,  pro¬ 
ducing  started  chicks,  developing  pullets  for 
egg  farms,  and  catering  to  the  almost  inex¬ 
haustible  demand  for  broilers,  fryers  and  fatten¬ 
ed  fowl  offers  big  opportunities  to  persons  who 
can  brood  chicks  on  a  “factory  production 
basis.”  GRO-FAST  makes  it  easy  to  produce 
broilers  quickly  and  profitably.  Brooding 
plants  are  needed  everywhere. 

GRO-FAST  is  the  only  live  air  Mammoth 
Brooder  of  its  kind.  GRO-FAST  gives  chicks 
the  tremendous  advantage  of  a  constant  supply 
of  warm  air,  freshly  sterilized  and  deodorized 
by  heat. 

When  hot  weather  comes  and  no  heat  is 
needed,  cool  air  can  be  circulated  to  each 
Brooder  compartment  by  the  Circulating  Fan. 

Each  compartment  is  divided  into  two 
parts.  A  Brooder  compartment  and  a  cool 
exercising  and  feeding  compartment.  Chicks  in 


brooder  compartments  behind  curtains  are 
easily  accessible  at  any  moment  through  the 
rear  doors  in  the  heat  corridor.  It  is  easy  to 
step  into  the  corridor  with  a  box  of  chicks  and 
and  transfer  them  to  one  of  the  cozy  sanitary 
Brooder  compartments.  No  reaching  or 
stretching.  Any  shelf  in  the  Brooder  can  be 
reached  easily. 

No  special  room  is  required.  No  expensive 
alterations.  No  need  for  special  building — any 
unused  room  or  space  will  do. 

Day  old  chicks  and  broilers  can  be  brooded 
comfortably  at  the  same  time.  It  is  naturally 
warmer  in  the  upper  brooding  compartments. 

CUTAWAY 
VIEW 

Shows  how  GRO- 
FAST  fan  draws  air 
from  heat  radiating 
pipes  and  circulates 
it  downward  into 
the  Corridor.  Cor¬ 
ridor  view  on  next 
page  shows  air  cir¬ 
culation  and  dis¬ 
tribution. 
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The  sketch  above  shows  how  warm  air,  sterilized  by 
heat,  circulates  inside  the  heating  cabinet,  being  main¬ 
tained  at  any  desired  temperature  by  means  of  auto¬ 
matic  thermostats  which  regulate  the  draft  of  the  stove, 
or  other  means  of  heating,  and  the  amount  of  air  ad¬ 
mitted.  The  heated  air,  because  of  pressure  within  the 
corridor,  works  into  the  brooder  compartments  around 
the  doors  very  slowly  and  uniformly,  without  bottom  or 
side  drafts.  Brooders  containing  larger  chicks  are  run 
at  cooler  temperatures  by  shortening  or  removing  the 
brooder  curtain. 


Chicks  should  be  started  in  upper  shelves  and 
transferred  to  bottom  compartments  as  they 
grow  older.  Heat  in  any  pen  can  be  lowered  as 
chicks  grow  older  by  removing  curtain  of  the 
Brooder  compartment.  All  doors  are  self 
closing. 

Tinned  wire  floors  and  dropping  trays  are 
quickly  removable  for  cleaning.  Most  sanitary 
Brooder  on  the  market. 

By  removing  wire  floors  and  trays  two 
compartments  can  be  made  into  one.  This 
handy  arrangement  is  desirable  for  cooping 
growing  birds  for  flnishing  or  for  temporary 
storage. 


Note  large  capacity  non-wasting  feeders  on  each 
side  of  compartment  and  water  troughs  in  front  of 
sliding  gates. 


SPECIFICATIONS: 


FLOOR  SPACE  REQUIRED:  Model  A, 
16  ft.  X  16  ft.;  B,  16  ft.  x  24  ft. 

COMPARTMENTS:  48  in.  long;  243^ 
in.  wide,  12  in.  high  from  wire  floor  to  dropping 
pan.  Brooding  compartment  back  of  curtain 
18  in.  deep;  243^  in.  wide.  Headroom  12  in. 

CORRIDOR:  6  ft.  2  in.  high;  7  ft.  6  in. 
long.  Entrance  door  6  ft.  high,  28  in.  wide. 
Height  to  top  of  dome,  7  ft.  7  in. ;  to  top  of  com¬ 
partments  6  ft.  4  in.  Width  across  front,  10  ft. 
9  in.  Side  length:  Model  A,  7  ft.  6  in. ;  B,  15  ft. 
Number  compartments:  Model  A,  30;  B,  60. 

FEEDERS:  Outside  feeders  on  front  of 
compartment,  24  in.  long,  5  in.  wide,  4  in.  deep. 
Feeders  along  edge  of  compartment  24  in.  long, 
6}^  in.  wide,  in.  deep.  Each  holds  about 
6  qts.  dry  mash.  Model  A  has  80  feeders. 
Model  B,  70  feeders. 


WATER  TROUGHS:  25  in.  long,  634  in. 
wide,  334  in.  deep.  Capacity,  3  qts.  water. 
Model  A  has  30  water  troughs;  Model  B,  60. 

Weight  packed  for  shipment:  Model  A, 
3,000  lbs.;  Model  B,  5,000  lbs. 

STANDARD  HEATING:  Hard  Coal 
Stove  Unit  furnishes  hot  air  for  distribution  in 
the  corridor.  Model  A,  1  stove;  Model  B,  2 
stoves.  Can  also  furnish  Red-I-Heat  oil 
brooders  stove  with  jacket  to  provide  heat,  no 
extra  charge. 

OPTIONAL  HEATING:  Equipped  with 
hot  water  pipes  in  dome  at  no  extra  cost. 
Shipments  are  f.  o.  b.  factory,  Tipton,  Ind. 


Convenient  time  payment  plan. 
Write  for  details. 
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Red-Oakes  Brooder  Stove 

COAL  BURNING 


No.  L-25  Moisture  Pan 

For  Attachment  to  Upper  Bowl 
Ledge.  Holds  2  Quarts  Water. 
At  Slight  Extra  Charge. 


The  Stove 
That  Saves 
All  the  Heat 


For  Hard 
or  Soft 
Coal 


No.  L-62 


For  years  chick  raisers  have  been  looking  for  a  real  brooder  stove — a  stove 
that  would  keep  their  chicks  warm  all  of  the  time,— a  stove  that  was  not 
constantly  getting  clogged  with  ashes  or  going  out— a  stove  that  would  hold 
a  fire  with  soft  or  hard  coal. 

Experts  of  many  years  experience  tell  us  that  the  Red-Oakes  Brooder  Stove  is 
just  what  they  have  been  waiting  for — fills  the  bill  perfectly,  and  exacting  tests 
have  proved  that  it  will  brood  more  chicks  with  less  coal  than  other  heaters. 

Stoves  are  painted  red,  which,  with  the  bright  galvanized  canopy,  makes  an 
attractive  item  from  a  merchandising  standpoint.  Conveniently  made  in  three 
sizes  to  fit  any  requirement. 
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Outstanding  Features  of  the 
Red-Oakes  Brooder  Stove 


All  Stoves 
Magazine 
Equipped 


1 

2 

3 

4 


Suspension  of  Canopy  from  Top  of  Magazine, 

saving  over  50%  of  the  heat  usually  wasted  in  the 
ordinary  type  of  stove. 

Large  Non-clogging  Magazine,  giving  this  stove 
exceptional  coal  capacity. 

Quick  Detachable  Magazine  Lid  and  Ash  Pit  Door 

— Made  to  lift  with  a  poker — no  more  burned  fingers. 

Bottom  of  Stove  Insulated  with  1-Inch  Asbes- 
tocell  Lining  making  it  fire-safe — no  charred  brooder 
house  floors. 


C  Double  Wafer  Thermostat  Control — Wafer  sus- 
pended  high  enough  to  avoid  expansion  through  body 
heat  of  chicks  under  the  wafers.  Check  draft  opening 
ventilates  space  under  hover. 

^  Safety  Type  Two-piece  Canopy — Either  side  raises 
up;  long  arm  engages  on  flange  at  side  of  stove, 
impossible  to  fall. 

No  Ropes  or  Pulleys  to  Fool  with  —  Simple, 
positive  and  efficient  control. 

Soft  Coal  Fire  Held  Over  Night — Nos.  L-54  and 
L-62  will  hold  fire  over  night  with  soft  or  hard  coal. 

Q  Fuel  Saving  Draft  Equalizer — Standard  equipment 
with  every  stove. 

Large  Shaker  Grates. 

Braces  Prevent  Warping — No  gassed 
No  Baffle  Plates  to  Clog  with  Soot. 


7 

8 


10 

11 

12 


Long  Bolt 

chicks. 


No  Heat  Loss 
Saves  Fuel 


Made  in  three  sizes: 


L-54 

L-i 

62 

L-68 

Height  over  all... . . 

27K  in. 

30 

in. 

33 

in. 

Diameter  top  of  firebox 

10  in. 

11 

in. 

13J^ 

in. 

Diameter  of  grate . . 

8%  in. 

9%  in. 

10^ 

in. 

Coal  capacity. . 

40  lbs. 

52 

lbs. 

72  lbs. 

Weight  (crated) . 

110  lbs. 

132 

lbs. 

162  lbs. 

Canopy. . 

54  in. 

62 

in. 

68 

in. 

Chick  Capacity. . 

750 

1000 

1200 

Stove  pipe  (not  furn.) 

4  in. 

5 

in. 

5 

in. 

Draft  Equalizer  illustrated,  furnished 
with  stove. 
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No.  LO-52 


PROVIDES  plenty  of  heat  on  coldest 
nights.  Operates  successfully  under  most 
extreme  weather  conditions.  Burner  is 
well  designed  and  perfected.  The  regulator 
is  simple,  safe  and  is  sure  to  keep  the  brooder 
room  temperature  at  just  the  right  degree 
desired,  working  steady  as  a  clock.  The 
drum  is  especially  sturdy  and  strong  and  is 
equipped  with  a  new  smoke  pipe 
cap,  new  back  draft  check  dam¬ 
per  and  is  the  most  efficient, 
large  capacity  oil  burning  brood¬ 
er  ever  designed. 


The  fuel  tank  has  a  capacity  of  six  gallons  of 
distillate  or  kerosene  oil  and  rests  on  a  sturdy 
stand  many  inches  out  of  the  litter  and  off  the 
floor.  A  sight  feed  shows  you  at  all  times 
whether  the  brooder  is  operating  satisfactorily. 


The  new  burner  is  made  of  high  temperature 
iron,  designed  for  highest  efficiency,  and  is  placed 
in  the  base  of  the  All-Metal  drum.  Top  of  drum 
is  insulated  with  1-in.  Asbestocell  to  conserve 
the  heat.  A  two-piece  canopy  is  hinged  on  the 
top  of  this  drum.  The  canopy  lifts  up  so  that 
it  is  easy  to  give  attention  to  the  burner  and  all 
working  parts  of  the  brooder.  A  safety  sand 
ring  is  regular  equipment  for  the  base  of  the 
brooder. 


Furnished  in  two  sizes,  complete  with  can¬ 
opy,  thermostatic  control,  6-gal.  fuel  tank,  tank 
stand,  sight  feed  safety  sand  ring  and 
stove  pipe  cap.  No  stove  pipe  furnished. 


Cat.  No. 
LO-52 
LO-62 
LO-62 


Canopy  Size 
52  in. 

62  in. 

Room  Heater 


Weight 
110  lbs. 
120  lbs. 
70  lbs. 
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Red-I-Heat  Oil  Brooder 


Cutaway  View 


Red  Arrows  Show  Flame  Travel 


A  STUDY  of  the  accompanying  illustration 
will  explain  not  only  how  the  Red-I- 
Heat  Oil  Brooder  gets  the  greatest 
amount  of  heat  from  the  oil  consumed  but  pro¬ 
vides  an  almost  unlimited  amount  of  heat — 
plenty  of  heat  even  when  the  coldest  outside 
temperature  prevails. 

It  keeps  the  room  warm  several  feet  be¬ 
yond  the  outer  edge  of  the  hover  but  an  auto¬ 
matic  and  prompt  regulation  controlled  by  a 
wafer  thermostat  prevents  over-heating  and 
takes  care  of  sudden  changes. 

The  upright  baffle  plate  across  the  center 
runs  nearly  up  to  the  top.  The  horizontal  baffle 
plate  near  the  top  runs  out  close  to  the  outer 
edge. 

This  makes  the  heat  travel  a  long  distance 
so  it  is  fully  utilized  before  it  passes  out  through 
the  flue. 

The  unique  design  of  the  burner  provides 
proper  mixture  of  air  with  the  fuel  so  that  it 
burns  with  a  clean,  exceedingly  hot  flame  under 
the  flame  spreader  which  throws  the  heat  down 
and  outward  to  the  sides  of  the  stove. 


Burner  Detail 


The  oil  is  burned  so  perfectly  in  the  burner 
that  very  little  soot  is  formed,  the  clean  flame 
being  positive  evidence  that  all  the  heat  in 
the  fuel  is  being  utilized.  This  practically 
eliminates  the  odors  ordinarily  associated  with 
oil  burning  stoves  and  keeps  the  burner,  the 
stove  and  the  flue  free  from  soot. 


No  tools  are  needed  to  remove  the  flame 
spreader  or  baffle  plate,  which  makes  the  burner 
accessible  for  cleaning  or  any  other  needed 
attention.  The  perfect  operation  of  the  burner, 
as  well  as  the  long  heating  surface  explains  the 
fact  that  this  type  of  brooder  heater  saves 
approximately  25%  of  the  fuel  ordinarily  re¬ 
quired  to  produce  the  same  amount  of  heat. 


The  heat  is  regulated  by  the  flow  of  oil. 
This,  in  turn,  is  controlled  by  a  thermostat 
regulator,  which  is  simple  and  trouble-proof  but 
responds  instantly  to  the  slightest  change  in 
temperature.  This  insures  an  even  temperature 
at  the  edge  of  the  hover.  Tests  have  shown  the 
variation  of  less  than  2  degrees  in 
a  30-day  trial. 

A  sight-feed  shows  how  much 
oil  is  running  into  the  burner. 

The  temperature  regulator  is 
easily  and  quickly  set  at  any 
desired  temperature. 

This  Red-I-Heat  Brooder 
offers  the  same  abundant  warmth 
as  a  big  coal  brooder  but  at  a 
tremendous  saving  of  labor  and 
handling  fuel  and  ashes,  espec¬ 
ially  where  a  number  of  brooders 
are  in  operation.  Regulator 
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Blue  Flame  Oil  Burning  Brooder 


Fumeless 

Smokeless 


With 

Chick 

Saver 

Heat 

Equalizer 


^  i  ^HIS  new  Blue  Flame  Oil  Burning 
I  Brooder  embodies  new  principles  of  heat 
A  distribution.  It  is  not  just  another  oil 
canopy  brooder.  New  and  distinctive  im¬ 
provements  produce  safety,  economy  in  opera¬ 
tion  and  greater  livability  of  chicks. 

The  Hover  is  strongly  built  of  heavy  gal¬ 
vanized  steel;  ribbed  construction  makes  it 
strong  and  sturdy.  Flange  at  edge  of  canopy 
retains  heat  and  gives  added  support  to  the 
legs.  Ventilation  of  the  canopy  is  another 
feature. 


Giant  Burner 

Extra  large  burners  are  used  on  all  canopy 
sizes.  This  GIANT  BURNER  produces  about 
50%  more  heat  than  the  standard  burner 
usually  furnished — a  feature  not  to  be  over¬ 
looked — valuable  for  cold  weather  operation 
when  a  little  extra  heat  is  sometimes  needed. 

Giant  Burners  have  durable  asbestos  light¬ 
ing  ring.  Burns  equally  well,  high  or  low, 
with  a  steady  blue  flame — odorless,  smokeless 
and  sootless. 

Automatic  Heat  Control 

Full  automatic  control  of  the  temperature 
is  maintained  by  the  special  Wafer  Thermostat 
which  regulates  the  burner  level  in  relation  to 
the  oil  supply.  Wafer  Thermostat  is  located  at 
edge  of  the  canopy  and  responds  to  the  slightest 
temperature  variation.  Supplementary  hand 
control  is  also  provided.  All  brooders  are 
regularly  equipped  with  the  automatic  control. 


Chick  Saver  Heat  Equalizer 

Equalized  heat  under  the  entire  canopy  is 
produced  by  our  NEW  HEAT  EQUALIZER 
or  sub-canopy  (pat.  pend.)  which  is  offered  only 
by  us.  It  gives  what  every  poultryman  wants 
— the  convenience  and  economy  of  an  oil 
brooder  with  no  place  under  the  canopy  too 
hot  for  the  health  and  comfort  of  the  chicks. 

Oil  brooders  without  the  Heat  Equalizer 
require  an  intense  heat  of  about  140  degrees 
near  the  burner  to  produce  a  90  degree 
temperature  at  the  edge  of  the  canopy.  The 
New  Heat  Equalizer  breaks  up  the  intense 
heat  near  the  burner,  radiates  and  diffuses  the 
heat  evenly  throughout  the  canopy  from  90  to 
94  degrees — no  lower,  no  higher.  Since  chicks 
can  hover  near  the  burner  the  capacity  is 
greatly  increased. 

In  no  other  brooder  can  you  get  such 
efficiency,  such  capacity,  such  faithful  depend¬ 
able  brooding  service. 

The  new  Heat  Equalizer  is  regular  equip¬ 
ment  on  both  sizes. 

No.  L-780  42-in.  Canopy.  Shipping  weight 
41  lbs. 

No.  L-781  52-in.  Canopy.  Shipping  weight 
47  lbs. 


Chick  Saver  Heat  Equalizer 

Now  available  for  installation  on  all  makes 
of  oil  canopy  brooders.  Will  increase  the 
brooding  capacity  and  efficiency  of  any  make. 
When  ordering  give  diameter  of  the  burner 
drum  and  of  jacket  or  housing. 

No.  L-782  One  in  carton,  weight  5  lbs. 
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No.  L-123  Brooder  Stove  Pipe 


Combination 
Roof  Saddle  and 
Ventilator 

L-152 — Fully  adjustable  base,  using  the  same 
principle  as  the  Patented  Roof  Saddle.  Square 
base,  large  enough  to  form  satisfactory  flashing 
for  any  roof  and  adjustable  to  fit  any  pitch  from 
a  flat  roof  to  one  with  a  30-degree  angle.  8-in. 
vent  flue  made  for  5-in.  pipe,  with  adjustable 
collar  to  take  up  space  when  4-in.  smoke  pipe  is 
used.  Packed  one  in  a  carton.  Shipping  weight 
8  lbs. 

L-153 — Round  base  for  circular  or  pointed 
roof  houses.  Made  of  good  weight  galvanized 
steel.  Has  8-in.  vent  flue  for  5-in.  smoke  pipe 
opening,  with  an  adjustable  collar  furnished  that 
can  be  used  to  take  up  space  if  4-in.  smoke  pipe 
is  used.  Packed  one  in  a  carton.  Shipping 
weight  8  lbs. 


No.  L-153 


Draft  Equalizer 

The  Draft  Equalizer  solves  the  problem 
of  maintaining  an  even  fire  when  a  strong 
wind  is  blowing.  Prevents  coal  from  burning 
too  fast  and  prevents  wind  blowing  smoke  back 
down  chimney  and  choking  fire. 

Made  of  30-gauge  galvanized  iron.  24  in. 
long. 

Weight 


L-144 — For  4-in.  pipe .  4  lbs. 

L-145 — For  5-in.  pipe . . . . .  5  lbs. 


Adjustable  Roof 
Saddle 

Pipe  Is  Included 

Does  away  with  the  necessity  of  chimney  for 
coal  burning  brooder  stove.  Makes  it  possible 
to  use  brooder  in  any  suitable  room  where  stove 
pipe  can  be  put  through  the  roof. 

Makes  a  thoroughly  water-tight  and  fire¬ 
proof  joint  with  any  style  of  roof  or  roofing. 
Can  be  adjusted  to  flat  roof  or  roof  of  any  pitch. 

Any  standard  brooder  stove  pipe  can  be 
used  for  extension. 

Weight 


L-  142 — For  4-in.  pipe  . . .  7  lbs. 

L-  143 — For  5-in.  pipe . . .  7  lbs. 

L-1436 — For  6-in.  pipe . . .  8  lbs. 


No.  L-142 

Patented 
June  8,  1926 


Brooder  Stove  Pipe 


Set  Up  Weight 

Per  Joint 

L-120 — 4-in.  Black  Brooder  Stove  Pipe . . . . . l3^  lbs. 

L-121 — 5-in.  Black  Brooder  Stove  Pipe . . . 1^  lbs. 

L-122 — 4-in.  Galvanized  Brooder  Stove  Pipe . . . iH  lbs. 

L-123 — 5-in.  Galvanized  Brooder  Stove  Pipe . IM  lbs. 

L-124 — 6-in.  Galvanized  Brooder  Stove  Pipe . . . 2  lbs. 
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Sturdy-Boy  Wafer  Thermostats 

For  All  Makes  of  Incubators  and  Brooders 


Cross  section  view  of  a  Sturdy- 
Boy  Wafer.  Note  the  corruga¬ 
tions  which  add  strength  and 


sensitivity.  With  proper  care  a 
Sturdy-Boy  Wafer  will  give 
many  years  service. 


Brooder  Stove  Wafer 

Illustration  shows  stand¬ 
ard  Sturdy-Boy  Brass 
Wafer  which  can  be  used 
on  more  than  35  differ¬ 
ent  brooder  stoves.  This 
is  a  double  Wafer  with 
single  post. 


For  the  convenience  of  our  customers  in  ordering,  we 
illustrate  the  most  commonly  used  Wafers  and  the  con¬ 
nections  of  each.  Most  incubator  Wafers  have  threaded 
connections.  Brooder  Stove  Wafers  usually  have  a  single  post. 
If  in  doubt  about  the  Wafer  you  want  to  duplicate  study  the 
cross-section  views  and  ORDER  BY  CATALOG  NUMBER. 


No.  1.  3-inch  diameter  double  brass 
wafer  with  screw  and  round  button. 
For  Belle  City  Incubator.  No.  L-3301, 
shipping  weight  4  ounces.  Each  45c. 

No.  2.  3-inch  diameter  double  brass 
wafer  with  ^-inch  32-thread  screw 
part  and  socket  type  button.  For 
Buckeye,  Super-Hatcher,  Cycle  Hatcher 
and  Montgomery-Ward  Incubators.  Cata¬ 
log  No.  L-3302,  each  45c.  4-inch  diameter 
double  Wafer  same  connections  for  Blue 
Hen  Incubator.  Catalog  No.  L-4402. 
Shipping  weight  5  ounces.  Each  60c. 

No.  3.  4-inch  diameter  double  brass 
wafer  with  ^-inch  diameter  32  thread 
screw  part  and  %-inch  diameter  flat  but¬ 
ton.  For  use  on  Newtown  Mammoth  In¬ 
cubator.  Catalog  No.  L-4403.  Shipping 
weight  5  ounces.  Each  60c. 

No.  4.  3-inch  diameter  double  wafer 
with  i}^2-irich  stud  and  countersunk  button 
part.  For  use  on  Buckeye,  Blue  Hen, 
Royal,  Imperial,  Hudson,  Eureka,  Ma¬ 
comb,  Brower,  Oakes,  Wotherspoon,  Sheer, 
Sears-Roebuck,  Montgomery-Ward  and 
many  other  coal  burning  brooder  stoves. 
Most  stoves  require  2  wafers.  Catalog 
No.  L-3304,  shipping  weight  4  ounces. 
Price  each  45c. 

No.  5.  3-inch  diameter  single  brass 
wafer  with  ^-inch  screw  diameter  32 
thread  screw  part  and  socket  button. 
For  use  on  Little  Brown  Hen,  Big  Grey 
Hen,  Wisconsin  Incubator.  Catalog  No. 
L-305.  Shipping  weight  3  ounces.  Price 
each  30c. 

No.  6.  Single  brass  wafer  2]/$  inches 
diameter  with  stud  and  ^xlO — 24 

socket  screw  button.  For  use  on  Oakes, 
Brower,  W.  J.  Smith  and  Wizard  Electric 
Brooder.  Catalog  No.  L-306.  Shipping 
weight  3  ounces.  Each  30c. 

No.  7.  3-inch  diameter  double  brass 
wafer  with  stud  and  ^  countersunk 

button.  For  use  on  Sure  Hatch  Incu¬ 
bators.  Catalog  No.  L-3307.  Shipping 
weight  4  ounces.  Each  45c. 


No.  8.  3-inch  diameter  double  brass 
wafer  with  stud  and  ^x^ — 32 

thread  socket  screw  button.  Special  filling 
for  use  on  Simplex  Brooders.  Catalog 
No.  L-3308.  Shipping  weight  4  ounces. 
Each  60c. 

No.  9.  3-inch  diameter  brass  wafer 
with  ^x^  stud  and  ^x^  socket  screw 
part  10 — 24  thread.  For  use  on  Sears  Oil 
Brooders  Nos.  3045,  3046  and  3047  and 
E-Z-est  Way  Brooders.  Catalog  No. 
L-3309.  Shipping  weight  4  ounces. 
Each  45c. 

No.  10.  3-inch  diameter  brass  wafer 
with  stud  and  ^^-inch  flat  button. 

Used  on  Queen  Incubators  and  Brooders. 
Catalog  No.  L-3310.  Weight  4  ounces. 
Each  45c.  L-4410 — 4-inch  diameter,  60c. 

No.  11.  4-inch  diameter  brass  wafer 
with  1)^2  stud  and  %  flat  button  for  use  on 
Oakes  Furnace  Brooder  Stove.  Old  style 
Royal  Brooder,  Ohio  Brooder.  Catalog 
No.  L-4411.  Shipping  weight  5  ounces. 
Each  60c.  3-inch  diameter  double  brass 
wafer  with  1^2  stud  for  Radio  Blue 
Flame  Brooders,  Catalog  No.  L-3311. 
Each  45c. 

No.  12.  3-inch  diameter  double  brass 
wafer  with  special  long  stud  and  socket 
screw  button  with  stove  bolt  thread. 
Used  on  Florence  Distillate  Brooder. 
Catalog  No.  L-3312.  Shipping  weight 
4  ounces.  Each  45c. 

No.  13.  3-inch  diameter  double  brass 
wafer  with  screw  on  each  side  for 
1929,  30,  31  models  Florence  Blue  Flame 
Brooders.  Catalog  No.  L-3313.  Each  45c. 

No.  14.  3-inch  diameter  double  brass 
wafer  with  ^2  regular  screw  part  and 
countersunk  button  part.  Used  on  Oil-O- 
Stat  Brooders.  Catalog  No.  L-3314. 
Each  45c. 

No.  15.  3-inch  diameter  double  brass 
wafer  with  %  screw  and  %  socket  screw 
button.  Used  on  Jamesway  and  Drew 
Brooder  Stoves.  Catalog  No.  L-3315. 
Each  45c. 


Many  other  Wafers  with  special  connections  can  be  had.  Describe  fully  and 
write  for  special  quotation. 
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Sturdy  Boy  Wafer 


As  Staple  as  Electric  Light 
Bulbs 

Dependable  incubator  and 
Brooder  Wafers  are  priceless.  A 
difference  of  pennies  in  first  cost 
means  hundreds  of  dollars  saved  in 
avoiding  disaster. 

The  wafer  thermostat  is  the  very  heart  of 
an  incubator  or  brooder  stove.  It  must  be 
accurate,  positive  and  dependable.  Thirty 
minutes  faulty  operation  and  a  hatch  of  eggs 
is  ruined.  Failure  to  close  the  draft  of  a 
brooder  stove  may  mean  a  heavy  fire  loss, 
over-heated  chicks,  or  loss  from  chilling 
which  follows. 

The  wafer  thermostat  is  made  of  two 
round  concave  discs,  sealed  together  at 
the  outer  edge.  The  space  between  is 
sealed  with  volatile  liquid — very  sensi- 
tive  to  the  changes  of  temperature. 

This  liquid  vaporizes  at  a  certain  tem¬ 
perature  in  the  same  way  that  water 
vaporizes  when  the  boiling  point  is 
reached. 

The  vapor  requires  more  space  than 
the  fluid.  It  expands  to  get  the  needed 
space  and  in  expanding  spreads  apart 
the  two  sides  of  the  disc.  One  side  of 
the  disc  is  fastened  to  a  fixed  support. 

The  other  side  is  connected  with  the 
regulating  apparatus.  In  this  way  its 
movement  is  made  to  control  the  heat. 

The  material  used  is  an  especially 
dense,  rolled  spring  brass  made  exclu¬ 
sively  for  this  purpose.  It  is  further 
stiffened  and  rendered  more  elastic  by 
ring  corrugations. 


Counter 

Display 

Carton 


Accurate 

Positive 

Dependable 


Counter  displays  help  sell  merchandise. 
Sturdy-Boy  Wafers  are  packed  in  individual 
cartons  with  each  carton  plainly  designating 
the  stove  or  incubator  on  which  it  can  be  used. 
Regularly  packed  12  Wafers  to  a  Display  Car¬ 
ton  as  illustrated  above.  Place  this  attractive 
display  carton  on  the  counter.  Illustration 
below  shows  design  of  individual  carton. 


Double  3-in. 
Double  3-in. 


Brass  Wafer... 


Double  4-in.  Brass  Wafer.. 


Each 

Dozen 

Gross 

,$0.30 

$3.60 

$36.00 

.  .45 

5.40 

54.00 

.  .40 

4.80 

48.00 

.  .45 

5.40 

54.00 

.  .60 

7.20 

72.00 

.  .65 

7.80 

78.00 

.  .75 

9.00 

90.00 

OAKES 


BROODER 


WAFERS 
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All-metal  Brood  Coops 


No.  L-106 


The  entire  brooder,  lamp  and  all,  can  be  lifted 
by  two  handles. 

Wire  cage  confines  chicks  and  keeps  out  rats.  It 
is  adjustable.  Can  be  brought  close  to  the  hover 
at  night  and  extended  during  feeding  hours. 


No. 

L-104 — Without  cage... 
L-105 — Without  cage... 

L-106 — With  cage . 

L-107 — With  cage . 


Size 
Inches 
18 
22 
18 
22 


Capacity 

Weight 

Chicks 

Pounds 

50  to  75 

15 

100  to  125 

25 

50  to  75 

25 

100  to  125 

35 

Economy  Hovers 

Lamp  Heated 

(Patented  June  4,  1916) 

This  hover  can  be  used  anywhere  with 
safety  and  requires  very  little  heat  as  the 
lamp  is  inside  and  very  little  heat  is  lost. 
Lamp  is  equipped  with  O.  K.  Safety  Burner. 
It  is  very  convenient  to  handle  as  it  rests  on 
a  metal  slide.  Does  away  with  reaching  in  to 
remove  or  replace  the  lamp. 


Safe 

Convenient 

Economical 


ALL  parts  are  of  heavy  galvanized  steel, 
strongly  riveted  and  spot-welded.  There 
are  no  cracks  for  lice  and  mites  to  hide  in, 
and  the  entire  coop  can  be  dipped  in  disinfect¬ 
ant  or  boiling  water  if  necessary. 


Bottoms  are  removable  so  that  coop  can  be 
quickly  and  easily  cleaned.  No  fouling  of  the 
ground  under  the  coop.  Tops  are  also  remov¬ 
able  to  permit  care  of  chicks  when  door  is 
closed ;  also  to  permit  nervous  hen  to  get  out  or 
in  without  letting  chicks  out. 

The  large  door  has  ventilation  openings  as 
well  as  openings  for  chicks  to  get  out  and  in. 
All  openings  in  door  can  be  closed  by  slides 
during  stormy  weather.  Protected  ventilation 
holes  in  sides  and  end  and  roof  give  ample 
ventilation  at  all  times,  regardless  of  whether 
door  slide  is  opened  or  closed.  No  overheating 
or  smothering  of  chicks. 


When  chick  openings  are  closed  these  coops 
are  absolutely  rat-proof. 


No.  L-401 — Size  18x23  in.  Packed  six  in  a 
wire  bound  box,  weight  per  box  77  lbs. 
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Leg  Bands  and  Marking  Devices 


Double  Clinch 


No,  L-115 


NO  need  to  order  more  than 
one  size  when  you  use  these 
bands.  Simply  clip  off  the 
ends  with  a  pair  of  scissors  when 
using  for  chicks,  pigeons  or  ban¬ 
tams.  Bands  are  made  of  alum¬ 
inum;  neat,  light  and  strong. 
Easy  to  put  on,  and  the  double 
clinch  holds  them  permanently. 


Numbered  or  lettered  as  desired. 

No.  L-115 . packed  in  bundles  of  50 


Celluloid  Leg  Bands 


Made  of  spring  pyralin.  Slip  on  like  a  key  ring — 
cannot  come  off.  Light  as  a  feather. 

Made  in  ten  different  colors — guaranteed  not  to  fade. 

With  two  colors  per  bird,  over  300  combinations  are 
possible.  You  know  your  hens  on  sight  without  having 
to  look  at  numbers.  Choice  of  six  sizes.  Furnished  in 
Red,  Green,  Amber,  Black,  White,  Pink,  Yellow,  Ruby, 
Light  Blue  and  Dark  Blue. 

No.  LLB-  4 — Baby  Chick . .  .packed  in  bundles  of  50 

No.  LLB-  6 — Pigeon.. . packed  in  bundles  of  50 

No.  LLB-  8 — Bantam . packed  in  bundles  of  50 

No.  LLB-  9 — Leghorn . packed  in  bundles  of  50 

No.  LLB-11 — American . ...packed  in  bundles  of  50 

No.  LLB-12 — Asiatic . . . packed  in  bundles  of  50 

Postage  Extra 


Turkey  Spiral 
Leg  Bands 

Colored  Leg  Bands  for  tur¬ 
keys  made  of  spring  pyralin.  Put 
up  in  bundles  of  50  bands  in  the 
following  colors:  White,  black 
red,  garnet,  pink,  green,  dark  blue, 
light  blue,  amber  and  yellow. 


No.  LLB-13 — Turkey  Hens . packed  in  bundles  of  50 

No.  LLB-14 — Turkey  Toms packed  in  bundles  of  50 

Postage  Extra 


Card 

Holder 

Can  be 
mailed  in 
lots  up  to 
1,000. 


No.  L-275 


For  marking  incubator  trays,  special  pens,  holding 
price  tickets  and  many  other  uses. 

Made  of  heavy  bright  tin  with  holes  in  center  line 
for  tacking  to  egg  tray.  Takes  card  334  inches  long 
by  1  ^  inches  wide. 


O.  K.  Chick-Marking  Bands 


Cut  Shows  Bands  Slightly  Larger  Than  Actual  Size 


These  bands  can  be  worn  by  the  chick  until  it  is  full 
grown,  for  they  are  adjustable  to  three  sizes  as  shown. 
Flat  hooks  and  side  clamps  hold  bands  perfectly.  Chick 
keeps  the  same  band  number  all  the  time.  Made  of 
aluminum.  Light  and  strong.  Lettered  or  numbered 
as  ordered. 


Banner  Adjustable  Band 

Large  Embossed  Figures 


Will  fit  any  fowl  as  they  are  adjustable  from  baby 
chick  size  to  turkey  size.  Held  by  double  lock,  it  is  im¬ 
possible  for  them  to  come  off.  Numbered  from  1  to  1,000. 


Wing  Bands 


Patent 

Applied 

For 


Actual 

Size 


For  rapid,  permanent,  visible  marking.  Easily 
applied  without  discomfort  to  the  chicks. 


Poultry  Punch 


No.  L-125 


Operates  with  one  hand.  Makes  a  neat,  clean  hole 
in  the  web  of  the  foot.  Made  of  nickel-plated  steel. 
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Oakes  Standard 

Hydro-Safety  Lamps  and  Burners 

The  Hydro  -  Safety 
Lamp  has  a  water-cooled 
burner.  Water  from  the 
reservoir  circulates  around 
the  wick  tube  preventing 
the  wick  tube  and  burner 
from  becoming  overheat¬ 
ed.  If  reservoir  is  kept 
filled  with  water  this  lamp 
cannot  explode.  Top  of 
reservoir  is  open.  Water 
is  cooled  by  evaporation. 

The  entire  burner  and  re¬ 
servoir  are  made  of  heavy 
brass.  Will  last  a  lifetime. 
Lamps  are  priced  com¬ 
plete.  Burners  may  be 
had  separately. 

Cat.  No.  Size  Weight 

L-253 — No.  1  complete . 22  oz. 

L-254 — No.  2  complete . . .  25  oz. 

L-255 — No.  3  complete . 36  oz. 

L-256 — No.  3  complete  with  double  wick . .  37  oz. 

L-245 — No.  1  Burner . 12  oz. 

L-246  -No.  2  Burner . 14  oz. 

L-247  -No.  3  Burner  . . 17  oz. 

L-248  -No.  3  Burner  (2  wicks)  .  18  oz. 


Repair  Parts 


O.  K.  Lamps  and  Burners 


No.  K-242 — No.  2  O.  K.  Lamp,  9  inches 
high.  Air  Cooled  Burner. 


Special  heat  radiating  tongues  surround  the  wick 
tube  and  carry  away  the  heat.  A  natural  draft  caused 
by  the  lamp  flame  carries  a  current  of  air  through  the 
burner  jacket  to  these  radiating  tongues  which  prevents 
overheating.  Made  of  heavy  brass  throughout.  A 


very  efficient  burner. 

Cat. 

No.  Size  Weight 

L-249 — No.  1  complete .  . .  .  17  oz. 

L-250 — No.  2  complete' .  .  .  .  18  oz. 

L-251 — No.  3  complete . — . 23  oz. 

L-262 — No.  3  complete  with  double  wick .  26  oz. 

L-241 — No.  1  burner  in.  wick) . 4  oz. 

L-242 — No.  2  Burner  in.  wick) . . 5  oz. 

L-243 — No.  3  Burner  (114  in.  wick) .  7  oz. 

L-244 — No.  3  Burner  (2  IJ^  in.  wicks) . . . .  8  oz. 


Lamp 


No.  L-216 


Cat.  Burner  Diam. 

No.  Size  Inches 

L-216  1  6 

L-205  2  7 

L-220  3  7 


Bowls 

Lamp  bowls  are  of 
seamless  one  piece  con¬ 
struction.  Die-drawn 
from  heavy  terne  plate. 
Reinforced  tops  are 
double-seamed  and  slope 
from  the  burner  collar  to 
the  edge  so  that  no  oil  can 
accumulate  on  the  top 
even  if  spilled  when  filling. 
No  give  or  spring  to  the 
top  or  bottom.  Regularly 
made  in  three  sizes.  Can 
make  special  sizes  in  large 
quantities. 


Height  Oil 

Inches  Capacity  Weight 

1J4  1  pt-  It  oz. 

2  1  qt.  12  oz. 

3  2  qt.  17  oz. 


Red  Felt  Lamp  Wicks 


Good  wicks  are  important.  Red  felt  wicks  do  not 
char  as  easily  as  cotton  wicks  and  will  give  a  better 
flame.  Last  longer.  Length  7}/^  in.  Packed  1  doz. 
to  bundle.  12  bundles  to  a  carton. 


Cat. 

For 

No. 

Burner  No. 

Width 

L-281 

1 

%  in. 

L-282 

2 

’’4  in. 

L-283 

3 

V/i  in. 

Regulators 


Style  ‘‘C” 
Regulator 

Style  C  Regulator  illustrated  above  is  the  type  used 
on  small  incubators.  We  make  all  types  of  down-pull 
regulators  such  as  used  on  the  Newtown  and  other 
sectional  incubators.  Write  for  special  quotation.  We 
quote  complete  with  Wafer  Thermostat.  Can  furnish 
any  parts  of  regulators.  Send  sample  of  part  desired 
and  indicate^quantity. 


Other  Repairs 

L-206 — Bulb  for  Electric  Incubators  87  or  88. 

L-207  -  Heating  Element  for  60-egg  Electric  In¬ 
cubator. 

L-208  -  Heating  Element  for  100-egg  Electric  In¬ 
cubator. 

L-209  Wafer  Bracket  for  either  machine. 

L-211 — Glass  for  either  machine. 
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Incubator  and  Brooder  Thermometers 


Incubator  Thermometers 


Mounted  on  a  permanent  stand.  Mercury  bulb  is 
just  the  right  height  to  rest  on  a  level  with  the  top 
of  eggs  in  Incubator.  Black  figures  on  a  white  scale 
with  hatching  range  indicated.  Very  easy  to  read. 
Scale  ranges  from  90  to  110  degrees  Fahrenheit.  Heavy 
glass  tube  is  mercury  filled  and  permanently  attached. 
Thermometer  is  four  inches  long.  Complete  with  metal 
stand  packed  1  in  box.  Shipping  weight,  7  ounces. 


Brooder  Thermometers 

To  be  inserted  in  a  hole  in  the  top  of  the 
Canopy  so  that  the  bulb  is  in  the  actual 
brooder  temperature  while  the  scale  is  outside. 
Temperature  can  be  read  without  removing 
from  hover.  Has  mercury  filled  magnifying 
glass  tube.  Scale  is  white  enamel  with  heavy 
black  figures.  Range  from  80  to  120  degrees 
Fahrenheit.  Total  length,  7  inches.  Packed 
one  in  a  box.  Shipping  weight,  6  ounces. 

NO.L267 

Incubator  Thermometer 


The  metal  frame  is  inches  long  with  turned  flange 
for  strength.  The  scale  is  on  a  black  background  with 
large  white  figures  and  graduations.  Easy  to  read. 
Incubation  temperature  of  103  degrees  is  set  out  in  large 
figures.  It  has  mercury  filled  tube  and  is  fastened 
firmly  with  heavy  bands.  Top  of  tube  is  pointed  and 
fits  into  a  retaining  slot.  Tube  cannot  slip.  Packed 
one  in  box.  Shipping  weight,  5  ounces. 


No.  L266 


Brooder  Thermometer 

Hover  type  Brooder  Thermometer.  Eight 
inch  round  wood  frame  one  inch  in  diameter 
with  lower  part  milled  out  for  a  3-inch  white 
enamel  scale.  Black  figures  make  it  easy  to 
read.  Magnifying  lens  tube  is  red-filled. 
Scale  range  from  40  to  120  degrees  Fahren¬ 
heit.  This  type  Thermometer  is  used  on  all 
OAKES  Electric  Brooders.  Constructed  so 
that  it  can  be  placed  through  a  hole  in  the 
hover.  Is  held  in  place  by  metal  washer  at 
top  of  handle.  Packed  one  in  box.  Shipping 
weight,  7  ounces. 


Metal  Back  Thermometer 


This  Brooder  Thermometer  has  a 
black  oxidized  brass  etched  scale  with 
easy  reading  figures.  Graduated  from 
20  to  100  degrees  Fahrenheit.  Tube  is 
heavy  glass  and  mercury  filled.  Frame 
has  both  sides  flanged. 

It  is  a  neat,  convenient  and  accurate 
thermometer.  Intended  to  hang  in  the 
brooder,  always  in  plain  sight.  Packed 
one  in  a  box.  Shipping  weight  2  ounces. 


No.  L265 


Sun  Hinge  Burner 


No.  L294 


For  Incubators  or  Brooders.  So  designed  that  per¬ 
fect  combustion  is  insured.  Burner  dome  held  in  place 
by  spring  catch.  Dome  lifts  for  trimming  and  cleaning 
the  wick.  Illustration  shows  double  wick  burner  made 
in  size  3  only.  All  burners  of  heavy  brass.  Regularly 
packed  12  in  carton. 


Dia. 

Dia. 

Cat. 

Thread 

Cone 

Size 

No. 

Size 

In. 

In. 

Wick 

291 

1 

K 

292 

2 

iM 

Vs 

293 

3 

iM 

3K 

294 

3  double  wick 

iM 

3y> 
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Grant  Da-Lite  Egg  Candlers 

Especially  where  a  great  number  of  eggs  are  to  be  handled,  the  Da-Lite  Egg  Candlers 
shown  on  this  page  provide  the  speediest  and  most  positive  way  of  detecting  those  eggs 
which  should  not  be  sold.  Specify  model  and  number  when  ordering. 


Electric  Candlers 


Battery  Candlers 


Model  4 

Electric  Egg  Cand¬ 
ler  with  interchange¬ 
able  slide  for  candling 
either  one  or  two  eggs 
at  a  time. 


Model  9 

Battery  Egg  Cand¬ 
ler  complete  with  bat¬ 
tery,  bulb  and  handle 
for  carrying.  Made  in 
either  one  or  two  holes. 
Specify  which  is  de¬ 
sired. 


Model  4 


Model  5 


Double  Electric 
Egg  Candler  so  made 
that  two  can  work  with 
the  same  light.  Made 
with  interchangeable 
slide  for  candling  either 
one  or  two  eggs  at  a 
time. 


Model  7 


Model  3 

Portable  Kerosene  or  Electric  Candler 
completely  equipped  with  coal  oil  lamp  and 
special  reflector.  Very  convenient  for  mer¬ 
chant’s  counter  or  huckster  wagon.  Made 
in  either  one  or  two  holes.  Specify  which 
is  desired. 


Model  9 


Model  7 

Battery  Egg  Cand¬ 
ler  complete  without 
batteries  but  with  bat¬ 
tery  base.  Comes  in 
one  or  two  holes. 
Specify  which  is  de¬ 
sired. 


Model  5 
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Lamp  Chimney 
Egg-tester 

OUR  L-130  Egg-tester  is 
made  of  sheet  metal  and 
will  fit  any  ordinary  No.  2 
or  No.  3  lamp  burner.  Both 
hands  are  free  for  handling  eggs. 
Weight  9  ounces. 


We  also  offer  telescope-style 
egg-testers  of  heavy  cardboard  (L-131)  for  use 
with  sunlight  or  artificial  light.  With  these 
testers  the  egg  is  placed  over  the  end  toward  the 
light,  and  the  eye  applied  to  the  other  end  of  the 
tester.  Does  not  require  a  dark  room  for 
testing.  No.  L-131 — Weight  9  ounces. 


Electric  Egg-tester 

Made  of  sheet  metal 
throughout  and  comes 
equipped  with  drop  cord 
and  bulb,  ready  to  operate.  The 
light  shines  upward  and  the  egg 
is  placed  over  the  top  opening,  as 
shown  in  the  illustration.  Does 
not  require  a  dark  room. 

Stands  on  incubator  or 
table  and  permits  use 
of  both  hands  to  handle 
eggs.  Will  operate  on  ^ 

any  32-volt  or  110-volt  Egg 

electric  circuit.  Specify 

voltage.  No.  L-95  —  (One  in  box),  weight  2 
lbs. 


Automatic 


No.  L-53 


Egg 

Patent 

Pending 


Graders 


No.  L-55 


The  practice  of  sorting  eggs  by  weight  has 
been  widely  adopted  and  is  strongly  recom¬ 
mended  by  both  state  and  national  departments 
of  agriculture  and  poultry  associations.  In 
addition,  thousands  of  hatcherymen  have  found 
that  it  does  not  pay  to  set  eggs  weighing  less 
than  22  ounces  to  the  dozen. 

Our  Automatic  Egg  Scales  make  egg-grading 
easy.  They  are  made  of  metal  throughout  and 


are  entirely  automatic.  No.  L-53  is  for  use  in 
selecting  eggs  that  weight  22  ounces  or  more  to 
the  dozen.  Simply  place  the  egg  in  the  cup  and 
it  will  tilt  the  scale  if  it  is  heavy  enough.  No. 
L-55  can  be  set  to  grade  18,  20,  22,  23,  24  or  26 
ounces  to  the  dozen.  No  springs.  Nothing  to 
get  out  of  order.  No  weights  to  get  lost. 


Length,  12}/^  inches. 

No.  Capacity  Weight 

L-53 — 22  ounce  only .  1  lb. 

L-55 — 18  to  26  ounces .  1  lb. 


Electric  Temperature 
Alarm 

The  illustration  to  the  left  shows  the  method 
of  wiring  the  Electric  Temperature  Alarm. 
This  device  can  be  attached  to  any  make  of 
incubator  or  brooder  and  the  bell  will  ring  if 
the  temperature  gets  dangerously  high  or  low. 
In  ordering,  give  distance  from  bottom  of 
upper  egg  tray  to  top  of  incubator. 


No.  Weight 

L-118 — Alarm  Switch .  17  oz. 

L-119 — Alarm  Switch  complete  with 
Bell,  Battery  and  10  ft.  of 
Wire .  33^  lbs. 
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All  Metal  Lice-proof  Nests 


With 

Folding 

Perches 


Trap  Front 
Attachment  Optional 


No.  L-580 


Made  in  6-hole,  10-hole  and  15-hole  combinations.  They  offer  no  hiding  places 
for  lice  and  no  places  where  moisture  might  gather  and  encourage  the  propagation 
of  the  worst  of  all  poultry  pests — the  mite. 

The  10-hole  sections  are  generally  used, 
but  6-hole  sections  are  sometimes  required  to 
fit  in  between  windows  in  front  walls  where 
they  will  not  obstruct  the  light. 

A  steep  sloping  roof  keeps  the  hens  from 
roosting  on  top. 

There  should  be  a  nest  for  every  five  hens. 

Each  nest  box  is  11 in.  wide,  13  in.  deep  and 
the  round  hole  in  the  front  is  in.  in  dia¬ 
meter,  which  is  amply  large.  Deep  enough 
to  prevent  litter  waste. 


No.  L-576 — 6-hole  section,  without  traps, 
weight  42  lbs. 


No.  L-580 — 10-hole  section,  without  traps, 
weight  67  lbs. 


No.  L-590 — Traps  for  above,  5  in  pack¬ 
age,  weight  3  lbs.  or  6  in  package,  weight 
3}4  lbs. 

Nest  openings  have  a  smooth  rolled  edge 
which  protects  the  hens’  feet  and  acts  as  a 
reinforcement. 
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All 

Metal 

Lice- 

Proof 

Nests 


No.  L-585 


Hand  Scraper 


No.  L-1170 


L-1170 — A  handy  little  tool  for  scraping 
out  corners  that  can’t  be  reached  with  larger 
scrapers.  Made  of  20-gauge  galvanized  steel, 
5  inches  wide  and  10  inches  long.  Packed  twelve 
in  a  carton.  Weight  14  lbs.  per  carton. 


Coop  Cups 

Made  of  Terne  Plate 


For  Exhibition 
Poultry  Coops 


Heavy  steel  blade  13  in.  long  is  shaped  with  a  sharp  angle  at  each  end  of 
the  scraping  edge  so  as  to  get  into  corners  and  cracks.  Blade  is  held  rigid 
by  heavy  malleable  braces  running  each  way  from  the  handle  socket.  Blade 
and  braces  painted  black.  Strong  6  ft.  handle  13^  in.  thick,  varnished. 
No.  995  with  13  in.  blade.  Weight  each  4  lbs. 

No.  1175,  same  as  above,  with  18-in.  blade.  Weight  each  5  lbs. 


No.  1024  Star  Adjustable  Poultry  House  Scraper 

Blade  made  of  heavy  steel,  18  inches  long,  5  inches  wide.  By  the  use  of  two  set  screws 
in  the  heavy  malleable  bracket  the  position  of  the  handle  may  be  instantly  changed  to 
any  desired  angle.  Metal  parts  painted  black.  Strong  6  ft.  handle,  varnished. 
Weight  each  6  lbs. 


This  popular  15-hole  nest  differs  from  L-580  in 
height  only.  Total  height  from  point  of  suspension 
to  bottom  of  lower  nest  tier  is  52  inches.  Trap  fronts 
are  optional.  Lower  perch  has  only  one  board. 

No.  L-585 — 15-hole  section,  without  traps,  weight 
90  pounds. 


No.  L-59R 


L-IP — 1  Pint  size. 
Wt.  8  oz. 

For  Fox  Farms, 
Turkey  Coops  and 
Dog  Kennels 

L-1 — 1  Quart  size. 
Wt.  123/^oz. 

L-2 — 2  Quart  size. 
Wt.  13^  lbs. 

Galvanized  on 
special  order  at  10% 
extra  charge. 


No.  995  Star  Poultry 
House  Scraper 


Trap  Nest  Fronts 


Complete  trap  nest  front 
assembly  can  be  attached  to 
any  kind  of  box  or  regular 
wood  nest  and  will  give  per¬ 
fect  satisfaction.  The  trap 
folds  in  the  middle  and  is 
tripped  by  the  hen  as  she 
enters  the  nest.  Positive  in 
action.  When  traps  are  not 
needed  the  trap  door  is  held 
open  by  a  catch.  Round  hole 
in  front  is  8^  inches  in  dia¬ 
meter.  Front  is  123^  inches 
wide,  1534  inches  high. 

No.  L-59R — Trap  Nest 
Fronts,  12  in  package,  weight 
16  lbs. 
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NO.  970  Star  Poultry  House  Litter 
Carrier  has  a  tub  that  is  72  inches 
long,  26  inches  wide  and  14  inches 
deep.  A  capacity  of  approximately  12 
bushels. 

The  tub  is  raised  or  lowered  to  any 
desired  height  by  an  endless  chain  operat¬ 
ing  over  the  drive  wheel  that  is  pinned  to 
the  end  of  the  shaft  and  the  shaft  runs  on 
roller  bearings  at  all  four  points  of  sup¬ 
port. 

The  tub  may  be  lowered  to  the  level 
of  the  dropping  boards  and  a  hoe  or 
scraper  used  to  clean  the  dropping  boards 
directly  into  the  tub. 

The  Star  Poultry  House  Litter  Carrier 
is  also  invaluable  when  the  floor  is  being 
cleaned  and  the  litter  being  removed.  It 
may  also  be  used  to  convey  sand,  fresh 
litter  and  feed  into  the  building. 

The  tub  can  be  unhooked  from  the 


conveyor  whenever  desired  to  provide  for 
platform  hauling  boxes  or  egg  cases  for 
convenience  in  gathering  eggs. 

Weight,  conveyor  only,  85  lbs.,  weight, 
tub  and  bail,  150  lbs. 

Carrier,  complete  with  tub  and  bail, 
weight,  235  lbs. 
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Actual  size  showing  how 
track  is  gripped  between 
shoulder  on  hanger  and 
the  nut  and  washer  on 
the  end  of  it. 


Star  Double  Angle  Steel  Track 


Fig.  444 

STAR  Double  Angle  Steel  Track,  as  the  name  suggests,  is  built  of  two  pieces  of  1-in.  high  carbon 
steel  angles.  The  angles  are  securely  riveted  together,  each  rivet  passing  through  a  malleable  spool 
which  keeps  the  angles  at  a  uniform  distance  apart.  This  construction  will  test  out  stronger  than  any¬ 
thing  used  for  a  similar  purpose. 

The  two  angles  not  only  afford  a  double  tread  for  the  tracker  wheels,  but  are  so  rigidly  joined  that 
the  track  lines  up  perfectly  and  remains  that  way. 

The  space  between  the  angles  forms  a  continuous  slot  so  that  the  hangers  may  be  used  at  any  desired 
distance  apart.  With  hangers  spaced  12  inches  apart,  this  track  has  been  successfully  used  to  carry 
loads  averaging  1,000  pounds  to  the  foot.  Compare  this  perfect  alignment  with  the  “snake’s  crawl” 
appearance  of  the  ordinary  one-piece  track.  Figure  the  saving  in  installation,  the  avoidance  of  trouble 
in  keeping  the  track  lined  up,  and  lastly,  the  appearance;  and  then  decide  which  track  to  use. 

STAR  Double  Angle  Steel  track  is  finished  black.  Weight  per  foot,  2  lbs.  Furnished  in  6  and 
12-ft.  lengths  with  splices.  Hangers  separate. 


A  Safe  and  Rigid  Splice 


Fig.  582 

The  above  illustration  shows  construction  of  Splice  Block  and 
method  of  holding  track  together. 


The  two  parts  of  the  splice 
are  held  together  by  three 
heavy,  7- 16-in.  bolts.  Splices 
are  included  in  each  shipment 
of  track  without  extra  charge. 

Stop  Blocks,  Fig.  363  (not 
illustrated)  are  used  at  each 
end  of  the  track  to  keep  the 
carrier  from  running  off. 

Weight,  each,  14.  lb. 


Lag  Screw  Hangers  Keep  Track  Firm  and  Level 


No  track  can  carry  more  than  the  hangers  which  support  it.  The  Lag  Screw  Hanger  being  in  the 
center  of  the  track,  the  weight  is  directly  below.  The  advantage  thus  gained  will  be  apparent  if  you 
raise  a  weight  with  your  arm  hanging  straight  down  and  then  attempt  to  raise  the  same  weight  while 
holding  the  arm  out  at  an  angle.  When  installing  STAR  Double  Angle  Steel  Track,  line  up  the  hangers 
with  a  chalk  line,  screw  them  into  the  joists  after  removing  the  burrs  and  washers.  You  don’t  have  to 
bother  with  the  track  at  all  until  the  hangers  are  in  place.  Slip  the  track  over  the  hangers,  put  on  the 
washers  and  burrs,  draw  the  burrs  up  tight,  and  the  track  will  be  firmly  held  in  a  vise-like  grip  between 
the  shoulder  on  the  hanger  and  the  burr  and  washer  on  the  end  of  it.  The  hanger  being  made  in  one 
piece,  there  is  no  tendency  on  the  part  of  the  track  to  swing  or  wobble.  This  is,  no  doubt,  the  secret 
of  the  ease  vvith  which  STAR  carriers  operate  on  this  style  of  track. 

With  a  wrench  on  the  square  shoulder  of  the  hanger  you  can  screw  the 
hanger  in  or  out  as  desired,  and  make  the  track  perfectly  level. 

The  hangers  are  usually  24  inches  apart,  but  the  continuous  slot  in  the 
track  permits  their  being  spaced  to  suit  the  arrangement  of  joists.  When 
determining  the  number  of  hangers  allow  four  for  each  curve. 

Fig.  414  Lag  Screw  Hanger  is  7-16  inches  in  diameter.  It  is  threaded  3J^ 
inches  and  made  in  several  sizes. 

The  10J4-*nch  hanger  allows  the  track  to  hang  approximately  6  inches 
below  the  joists  or  wood  supports  in  the  yard.  Specify  this  size  wtiere  timbers 
are  used  to  support  the  track  outside  or  where  there  are  no  beams  to  clear. 

Where  it  is  necessary  for  the  track  to  clear  a  beam 
supporting  the  joists,  longer  hangers  are  required. 

Stock  sizes  of  hangers  are  as  follows: 

Fig.  414,  lOJi-in.  Lag  Screw  Hangers,  weight  per  doz.,  5  lbs. 

Fig.  414,  16Ji-in.  Lag  Screws  Hangers,  weight  per  doz.,  7}4  lbs.,  clear 
6-in.  beams. 

Fig.  414,  17Ji-in.  Lag  Screw  Hangers,  weight  per  doz.,  9  lbs.,  clear  8-in. 
beams. 

Fig.  414,  19)4 -in.  Lag  Screw  Hangers,  weight  per  doz.,  10  lbs.,  clear 
10-in.  beams. 

Fig.  414,  21)4 -in.  Lag  Screw  Hangers,  weight  per  doz..  11  lbs.,  clear  12-in. 
beams. 

Where  hangers  longer  than  the  above  are  required,  give  distance  from 
Lag  Screw  bottom  of  track  to  bottom  of  joists  and  proper  length  will  be  supplied. 
Hanger. 
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Star  Two-way  and  Three-way  Switches 

For  Use  in  Connection  with  Star  Conveyor  Track 


OPERATION — A  simple  downward  pull  on 
either  hand  chain  will  cause  the  hinged  section 
to  travel  either  to  right  or  left,  register  and 
lock  automatically  in  perfect  alignment,  and 
just  the  instant  that  the  hinged  section  is  re¬ 
leased  from  its  position  the  safety  lock  drops 
down  and  guards  the  open  end  of  either  straight 
track  or  curve — no  watchman  could  be  as  faith¬ 
ful  or  efficient. 

Specify  Two-way  Switch  when 
branching  off  either  to  right  or  left  of 
main  track.  Allow  29  inches  between 
the  two  ends  of  the  main  track,  then 
bolt  the  switch  in  place. 

Specify  Three-way  Switch  when 
branching  off  to  both  right  and  left  of 
main  track.  Allow  2734  inches  between 
the  two  ends  of  the  main  track,  then 
bolt  switch  in  place. 

Two-way  Switch,  weight  each,  26 
pounds. 

Three-way  Switch,  weight  each,  29 
pounds. 

Finish — Black  japan. 

When  ordering  curves  for  use  with 
switches,  specify  whether  for  Two-way 
or  Three-way  Switches.  Curves  illus¬ 
trated  and  described  on  this  page. 


CONSTRUCTION 

HE  STAR  Overhead  Switches, 
illustrated  on  this  page,  have  been 
perfected  to  a  point  far  in  advance 
of  anything  similar  offered,  regardless  of 
price. 

We  can  offer  you  no  better  argument 
for  installing  a  STAR  Overhead  system 
of  track  for  any  purpose  than  the  per¬ 
fected  switches  which  we  have  been 
furnishing  a  number  of  years.  These 
switches  are  an  assurance  against  all 
switch  annoyances — they  are  simple, 
strong  and  efficient — nothing  to  get  out 
of  order,  nothing  to  break,  and  what’s 
more,  the  carrier  cannot  run  off  when  the 
switch  is  open.  The  automatic  safety 
locks  take  care  of  that. 

STAR  Switches  are  constructed 
entirely  of  the  best  malleable  iron,  except  the 
hinged  section  and  the  backbone,  which  are  of 
the  same  strong  construction  as  the  track  itself. 
They  are  rigidly  attached  to  the  track  and  curve 
ends  by  malleable  splices.  The  backbone  and 
malleable  legs  on  the  frame  are  joined  as  rigidly 
as  though  they  were  cast  in  one  piece,  yet  this 
backbone  is  adjustable  in  order  that  the  switch 
itself  can  be  lined  up  with  the  track  and  curves 
which  it  connects. 
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Fig.  319 


Taper  Base  on  Ridge 


Extra  charge  for  ornaments  and  weather 
vane  with  cow,  hog,  horse  or  rooster. 

Extra  charge  for  cutting  to  pitch  of  side 
roof. 

Be  sure  to  give  pitch  when  ventilator 
has  to  be  cut  to  pitch. 

Lightning  Rod  attachments  charged 
extra. 


Starline  Taper  Base  Ventilators 


Square  Base 
Ventilators 


These  are  offered  for  use  on  small 
buildings  where  an  inexpensive 
ventilator  is  desired.  Made  with 
long  neck  as  illustrated  at  the 
left  or  with  short  neck. 


No. 

Flue 

Wt. 

No.  112  Short  Neck 

1  2-in. 

35 

lbs. 

No.  LI  12  Long  Neck 

12-in. 

40 

lbs. 

No.  116  Short  Neck 

16-in. 

50 

lbs. 

No.  LI  16  Long  Neck 

16-in. 

55 

lbs. 

STARLINE  taper  base  ventilators  shown  herewith  are  of  the 
same  efficient  design  and  sturdy  construction  that  have  made 
Starline  Barn  Ventilators  favorites  throughout  the  country. 
They  are  generally  used  on  hog  houses,  poultry  houses  or 
other  buildings  smaller  than  the  main  barn.  They  can  be  set 
on  the  side  of  roof  or  on  the  ridge  as  desired.  When  ordering 
be  sure  to  specify  whether  they  are  for  ridge  or  side  roof  and  if 


for  side  roof  give  pitch  of  roof.  No.  Flue  Wt.  Lbs. 

Furnished  in  the  following  sizes:  No.  12  l2-in.  45 

No.  16  16-in.  60 

No.  20  20-in.  80 

No.  24  24-in.  110 

No.  30  30-in.  160 


Long  Neck 
Ventilators 


Taper  Base  on  Side  Roof 


Recommended  for  use  on 
poultry  houses  and  other 
low  buildings. 


No. 

Flue 

Wt.  Lbs 

No.  LI  2 

12-in. 

50 

No.  LI  6 

16-in. 

66 

No.  L20 

20-in. 

87 

Square  Base 
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No.  LI  2  Long  Neck  Ventilator 


OAKES  QUALITY  POULTRY  EQUIPMENT 


IN  order  to  have  a  healthy,  comfortable,  profit¬ 
making  flock  of  hens  one  of  the  first  essentials  is  to 
have  a  warm,  well  constructed  house  equipped  with 
a  system  of  controlled  ventilation. 

A  tight,  economical  wall  can  be  built  with  building 
paper  and  matched  sheathing  on  the  inside  of  the  stud- 
ing  and  one  or  two  layers  of  building  paper  with  drop 
siding  on  the  outside  of  the  studding.  In  the  territory 
indicated  as  Zone  2  on  the  accompanying  table  one  layer 
of  Celotex  or  other  satisfactory  insulating  board  should 
be  used.  In  Zone  1  it  is  best  to  use  two  layers  of 
insulation. 

In  these  zones  it  helps  to  have  the  windows  provided 
with  storm  sash  and  the  doors  must  fit  tight. 

In  a  properly  constructed  building  such  as  that  de¬ 
scribed  above  the  ventilation  system  is  needed  to  remove 
excess  moisture  and  keep  the  litter  dry  without  creating 
dangerous  drafts  and  also  to  aid  in  controlling  the 
temperature  so  as  to  guard  against  sudden  drops  in 
temperature  which  retard  egg  production. 


In  order  to  remove  excess  moisture  the  outtake  flue 
which  connects  with  the  ventilator  on  the  roof  ends  at 
the  ceiling.  Since  the  moisture  laden  air  rises  this  is  the 
logical  place  for  the  outtake.  The  purpose  of  removing 
excess  moisture  is  to  keep  the  litter,  walls  and  ceil¬ 
ings  dry. 

Oakes  Intakes  are  placed  in  the  walls  within  a  foot  of  the 
floor  so  that  the  dry  air  is  deflected  into  the  litter  where 
it  gathers  moisture,  rises  and  passes  out  through  the 
ventilator  on  the  roof. 

The  Oakes  fresh  air  intake  is  a  unique  device  used 
to  regulate  and  control  the  amount  of  fresh  air  taken 
into  the  Oakes  ventilated  building.  Its  action  and 
method  of  installation  is  described  on  the  following 
page. 

The  valve  or  damper  in  this  intake  operates  so  that 
any  reverse  movement  of  air  closes  it  instantly  and 
because  of  this  feature  there  is  never  any  danger  of  a 
back  draft. 
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Oakes  Fresh  Air  Intake  for  Poultry  Houses 


The  Oakes  Fresh  Air  Intake 
which  is  used  in  poultry  houses 
is  shown  in  the  accompanying 
illustrations. 

When  installed  as  shown  in  the  illus¬ 
tration  at  the  left  an  opening  is  cut  in 
the  siding  measuring  13x7^  inches. 
A  similar  opening  is  cut  in  the  inside 
sheathing. 

The  intake  is  in  two  parts.  The  con¬ 
trol  box,  containing  damper  and  valve, 
is  applied  to  the  outside  opening  as 
shown  in  the  illustration.  The  inside 
hood  covers  the  opening  inside  of  the 
wall.  The  incoming  air  is  entirely  con¬ 
trolled  by  the  valve  box  outside,  the 
purpose  of  the  inside  hood  being  to 
deflect  the  current  of  air  so  that  it  flows 
gently  down  into  the  litter  to  carry  off 
any  dampness  that  the  litter  might 
otherwise  absorb. 


Oakes  Fresh  Air  Intake 


The  diagram  at  the  right  shows  an  arrangement  in  which  the 
outside  control  box  containing  the  damper  is  installed  near  the  top 
of  the  wall. 

The  control  box  may  be  placed  at  any  desired  height  because 
the  air  coming  in  passes  down  through  the  wall  between  the  ad¬ 
jacent  studding  and  goes  into  the  building  through  the  inside  hood. 
The  location  of  the  inside  hood,  however,  is  very  important  for 
the  reason  that  the  cold,  dry  air  from  outside  should  be  brought  in 
near  the  floor — as  near  to  the  floor  as  possible  without  interfering 
with  the  free  movement  of  the  incoming  current  of  air. 

The  bottom  of  the  inside  hood  should  be  just  about  12  inches 
above  the  floor,  so  the  inside  wall  opening  is  made  18  inches  above 
the  floor. 

Placing  the  outside  valve  box  at  a  point  higher  than  the  inside 
wall  opening  is  sometimes  necessary  where  the  back  of  a  poultry 
house  or  one  end  is  built  into  the  side  of  a  hill  or  where  snow  might 
pile  up  and  interfere  with  the  operation  of  the  intake. 

The  damper  in  the  control  box  automatically  regulates  the  size 
of  the  opening  with  relation  to  the  speed  of  the  air  coming  in  so 
that  the  same  amount  of  air  enters  the  building  through  every  intake 
in  a  system  regardless  of  the  direction  or  speed  of  the  wind. 
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Poultry  and  Hog  House  Furnace 


By  the  use  of  this  device  any  poultryman  or 
hog  raiser  who  has  a  brooder  stove  can  use 
this  brooder  stove  in  his  poultry  or  hog 
house  as  a  hot  air  furnace.  After  all,  a  hot  air 
furnace  is  only  a  stove  placed  within  a  jacket. 
Made  with  a  door  in  front  and  openings  on  two 
sides  so  that  it  is  adaptable  to  practically  any 
type  of  brooder  stove.  Openings  at  bottom  of 
jacket  permit  cold  air  to  enter  and  as  it  is  warmed 
it  passes  out  of  the  top  thus  causing  good  circu¬ 
lation  and  distribution  of  warmth.  The  jacket  is 
very  strong  and  rigid  being  made  of  galvanized  angle 
steel  frame  covered  with  galvanized  sheet  steel. 
Shipped  K.  D.  Dimensions:  24  in.  square; 
57  in.  high  over  all.  Height  from  floor  to  bottom 
of  jacket,  12  in. 

No.  L-154 — Jacket  only  (no  stove).  Weight, 
140  lbs. 


If  wanted  complete  with  Brooder  Stove, 
turn  to  Pa^e  37  of  this  catalog  and 
select  size  of  stove  wanted. 


Yard-Boy  Incinerators 

M' 


No.  L-154 


No.  1 

Above  illustration 
shows  perforation  in 
flue  and  cast  iron  grate. 
This  size  recommended 
for  families  of  not  over 
four. 


ODERN  sanitation  demands  quick  disposal 
of  garbage  and  rubbish.  With  the  YARD- 
BOY  Incinerator  every  home  owner  may 
now  eliminate  the  unsightly  nuisance  and 
fire  hazard  which  comes  from  accumulated  rubbish,  as  well  as  the  un¬ 
sanitary,  unsatisfactory  and  unreliable  garbage  disposal  methods. 

Yard-Boy  can  be  installed  quickly  in  the  back  yard.  It  is  the 
first  successful  Incinerator  developed  for  out-door  use.  It  is  made 
of  rust  resisting  material  and  painted  with  aluminum  bronze.  Always 
neat  and  sightly. 

Deposit  all  rubbish,  trash,  garbage,  leaves  and  new  mown 
grass  in  the  Yard-Boy  as  it  originates.  When  filled, 
drop  a  lighted  match  on  top  of  the  contents.  The  dry 
rubbish  serves  as  a  fuel  to  burn  the  garbage.  BURNS 
FROM  TOP  DOWNWARD. 

Perforated  inner  flue  produces  and  maintains  a  constant  cir¬ 
culation  of  air  during  the  filling  period  which  drys  the  wet  garb¬ 
age  and  carries  off  objectionable  odors.  Flue-top  is  spark  proof. 

Size  No.  6  has  flue  in  center  (not  illustrated). 

Will  burn  anything  burnable.  Ashes  need  be  removed 
only  occasionally.  An  excellent  trash  burner  for  stores,  parks, 
private  estates,  school  yards  and  tourist  camps.  Hatcheries  will 
find  this  a  convenient  means  of  disposing  of  objectional  garbage  ^ 

in  a  quick  and  efficient  manner.  illustration  shows 

Incinerator  closed. 
Ready  to  burn  trash  or 
garbage.  Fly  and  rodent 
proof.  Sturdy  and  sub¬ 
stantial.  An  ornament 
in  any  back  yard. 


Cat. 

Capacity 

Diameter 

Height 

Overall 

No. 

Bushels 

Body 

Body 

Height 

Weight 

YB-1 

UA  bu. 

16  in. 

24  in. 

58  in. 

68  lbs. 

YB-3 

3  bu. 

21  in. 

30  in. 

68  in. 

75  lbs. 

YB-6 

6  bu. 

30  in. 

30  in. 

70  in. 

90  lbs. 
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Acorn  Round  End  Tanks 

Made  of  Highest  Quality  20-Gauge  Galvanized  Steel 


Tube  top  reinforced  with  pipe,  strongest 
possible  construction.  Leaves  inside  of 
tank  perfectly  smooth  with  no  exposed 
seams.  Heavy  angle  iron  braces  across  top. 
Slip  on  without  rivets.  No  rivet  holes  to 
spring  a  leak.  Four-ply  lock  seam  at  the  bot¬ 
tom — countersunk — offers  no  projection  for 
stock  to  step  on.  This  seam  rolled  so  tight  at 
the  factory  that  it  will  almost  hold  water  with¬ 
out  soldering.  Regularly  furnished  with  %-inch 
drain  plug;  other  sizes  when  specified  at  small 
extra  charge.  The  O.  G.  bead  around  the  tank 
serves  as  additional  reinforcement.  Regularly 
made  of  20-gauge  material.  For  18-gauge  add 
30%  to  list.  For  16-gauge  add  60%  to  list. 


No. 

Wid. 

Ft. 

Hgt. 

Ft. 

Lgth. 

Ft. 

Approx. 
Cap.  Shpg. 
Bbls.  Wgt. 

Price 

RE-224* 

2 

2 

4 

3 

53 

$12.60 

RE-225* 

2 

2 

5 

3M 

66 

15.20 

RE-226* 

2 

2 

6 

4H 

80 

17.70 

RE-227 

2 

2 

7 

5K 

100 

20.30 

RE-228 

2 

2 

8 

6M 

106 

22.80 

RE-2525* 

2V2 

2 

5 

4M 

78 

17.00 

RE-2526* 

2K 

2 

6 

5M 

85 

19.80 

RE-2527 

2 

2 

7 

7 

106 

22.70 

RE-2528 

2 

8 

8 

116 

25.50 

RE-25210 

2H 

2  • 

10 

lOM 

151 

31.20 

RE-326 

3 

2 

6 

7 

95 

21.80 

RE-327 

3 

2 

7 

8M 

110 

24.90 

RE-328 

3 

2 

8 

9H 

126 

28.10 

RE-3210 

3 

2 

10 

12K 

158 

34.40 

RE-2258* 

2 

2M 

8 

8 

128 

28.07 

RE-22510* 

2 

2M 

10 

loM 

161 

35.30 

RE-25258** 

2^ 

2 

8 

10 

138 

32.70 

RE-252510** 

2^ 

2H 

10 

12M 

172 

40.00 

No.  RE-2526 


Approx. 


No. 

Wid. 

Ft. 

Hgt. 

Ft. 

Lgth. 

Ft. 

Cap. 

Bbls. 

Shpg. 

Wgt. 

Price 

RE-3212** 

3 

2 

12 

15 

186 

$41.00 

RE-3258* 

3 

2H 

8 

12 

138 

35.70 

RE-32510** 

3 

23^ 

10 

15^ 

184 

43.60 

RE-3528* 

33^ 

2 

8 

IIM 

134 

30.60 

RE-35210** 

33^ 

2 

10 

14M 

172 

37.50 

RE-35212** 

3^ 

2 

12 

173^ 

201 

44.70 

RE-35214*** 

33^ 

2 

14 

20% 

236 

51.60 

RE-352510** 

33^ 

23^ 

10 

18 

185 

46.50 

RE-428* 

4 

2 

8 

12% 

135 

32.40 

RE-4210** 

4 

2 

10 

16% 

176 

39.30 

tRE-4212** 

4 

2 

12 

20 

201 

46.50 

tRE-4214*** 

4 

2 

14 

23% 

240 

53.40 

tRE-4216*** 

4 

2 

16 

27% 

277 

60.30 

tRE-42510** 

4 

2V2 

10 

203^ 

216 

49.40 

fSizes  marked  with  f  should  be  made  of  18  gauge. 


*Tanks  with  one  star  have  one  angle  iron  Top  Brace. 
**Tanks  with  two  stars  have  two  angle  iron  Top 
Braces. 

***Tanks  with  three  stars  have  three  angle  iron  Top 
Braces. 

The  2-ft.  wide  tanks  are  made  in  intermediate  or 
nesting  sizes  so  that  one  will  nest  inside  the  other. 
Order  in  pairs,  nested,  and  save  freight. 


Acorn  Shallow  Pattern  Round  End  Tanks 


No.  RE-2158 


Rolled  top  is  reinforced  with  pipe — strongest  con¬ 
struction  possible.  Heavy  O.  G.  bead  near  top 
acts  as  additional  reinforcement.  Bottom  seam 
is  four-ply  and  countersunk,  offering  no  projection  for 
stock  to  step  on.  All  inside  seams  thoroughly  soldered. 
Made  of  heavy  20-gauge  galvanized  sheets. 

These  tanks  are  desirable  for  sheep,  calves  or  other 
small  stock. 


Width 

Height 

Length 

Capacity 

List 

No. 

Feet 

Feet 

Feet 

Gallons 

Weight 

Price 

RE-1514 

1% 

1 

4 

50 

37 

$10.50 

RE-1515 

13^ 

1 

5 

60 

44 

12.50 

RE-1518 

13^  ■ 

1 

8 

90 

68 

18.00 

RE-2110 

2 

1 

10 

129 

100 

22.20 

RE-2154 

2 

13^ 

4 

71 

48 

12.00 

RE-2155 

2 

1% 

5 

91 

58 

14.10 

RE-2156 

2 

1% 

6 

111 

73 

16.20 

RE-2157 

2 

13^ 

7 

132 

85 

18.30 

RE-2158 

2 

1% 

8 

153 

92 

20.40 

RE-21510 

2 

lYi 

10 

194 

116 

24.60 
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OAKES  QUALITY  POULTRY  EQUIPMENT 


Acorn  Round  Stock  Tanks 


-vtr'Vf' 


PREFERRED  by  many  because  cost  per  gallon 
capacity  is  lower  than  a  round  end  or  square  end 
tank.  Easy  to  handle  and  to  keep  clean.  Side  wall 
and  bottom  seam  construction  identical  with  that  of  the 


Acorn  Round  End  Tank  on  page  59.  Made  of  full 
20-gauge  sheets  with  pipe  reinforcement  in  the  top. 
Smaller  size  can  be  furnished  in  22-gauge  on  special 
order.  For  22-gauge  deduct  10%  from  list  below. 


No. 

Dia. 

Feet 

Hgt. 

Feet 

Cap. 

Bbls. 

Approx. 

Wgt. 

Price 

R-32 

3 

2 

3 

43 

$12.30 

R-352 

4 

2 

4 

52 

14.00 

R-42 

4 

2 

5 

63 

15.80 

R-452 

4K 

2 

7 

72 

17.70 

R-52 

5 

2 

82 

20.00 

R-552 

5M 

2 

lOH 

94 

22.50 

R-62 

6 

2 

123^ 

106 

25.50 

R-652 

63^ 

2 

14M 

118 

28.30 

R-72 

7 

2 

17H 

133 

32.30 

R-752 

7K 

2 

20 

146 

37.10 

R-82 

8 

2 

22H 

160 

42.00 

Acorn  Round  Storage  Tanks 


List 

No. 

Dia. 

Ft. 

Ht. 

Ft. 

Cap. 

Bbls. 

Cap. 

Gals. 

App. 

Wgt. 

Price 

S-34 

3 

4 

5M 

180 

90 

$26.40 

S-35 

3 

5 

7H 

230 

110 

31.10 

S-36 

3 

6 

280 

125 

35.80 

S-354 

3/^ 

4 

260 

no 

29.30 

S-35  5 

3H 

5 

lOH 

320 

125 

34.70 

S-356 

3H 

6 

12}4 

390 

140 

40.20 

S-44 

4 

4 

loM 

340 

125 

32.30 

S-45 

4 

5 

13H 

430 

145 

38.50 

S-46 

4 

6 

1634 

510 

165 

44.80 

S-454 

43^ 

4 

14 

440 

132 

36.20 

S-455 

4M 

5 

17H 

550 

155 

43.20 

S-456 

43^ 

6 

20H 

660 

180 

50.20 

S-45  7 

43^ 

7 

2434 

770 

200 

57.20 

S-54 

5 

4 

17M 

540 

155 

41.00 

S-55 

5 

5 

21M 

680 

170 

48.70 

S-56 

5 

6 

26 

820 

185 

56.20 

S-556 

53^ 

6 

3134 

1000 

230 

64.40 

S-64 

6 

4 

2534 

790 

205 

56.60 

S-65 

6 

5 

3134 

990 

235 

66.60 

S-66 

6 

6 

38 

1150 

265 

76.50 

S-67 

6 

7 

4414 

1390 

296 

86.50 

S-675 

6 

7K 

4734 

1490 

313 

91.60 

S-76 

7 

6 

52}4 

1640 

318 

94.60 

S-756 

73^ 

6 

60 

1890 

345 

104.40 

Made  of  full  20-gauge  material  with  angle  iron 
reinforcement  top  and  bottom.  All  seams  riveted  and 
soldered.  Smaller  or  larger  sizes  made  on  special  order. 
Highest  quality  galvanized  sheets  used  throughout. 


All  tank  covers  are  made  of  20-gauge  galvanized 
steel.  Unless  otherwise  specified  will  be  equipped 
■  with  15-inch  manhole  and  cover.  If  manhole  is 
not  wanted  deduct  $3.80  from  list  price.  For  18-gauge 
add  30  per  cent  and  for  16-gauge  add  60  per  cent  to 
list  prices. 


Acorn  Round  Tank  Covers 


Dia. 

List 

Dia. 

List 

No. 

Feet 

Price 

No. 

Feet 

Price 

LCC-3 

3 

$12.10 

LCC-65 

eH 

$30.50 

LCC-35 

334 

14.20 

LCC-7 

7 

34.00 

LCC-4 

4 

16.30 

LCC-75 

7^ 

37.70 

LCC-45 

434 

18.60 

LCC-8 

8 

41.60 

LCC-5 

5 

21.10 

LCC-9 

9 

50.20 

LCC-55 

5K 

24.10 

LCC-10 

10 

59.60 

LCC-6 

6 

27.20 

Above  Prices  are  all  F.  O.  B.  Crawfordsville,  Ind. 
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Acorn  Square  End  Tanks 

Made  with  angle  iron  top  and  angle  iron  braces. 
Stock  sizes  made  of  20-gauge  material  furnished 
with  %-in.  brass  bushing  and  drain  plug  when 
ordered.  Sizes  not  listed  will  be  made  up  special.  For 
18-gauge  add  30%  to  list.  For  16-gauge  add  60% 
to  list. 


No. 

Width 

Feet 

Height 

Feet 

Length 

Feet 

Capacity 

Barrels 

Weight 

Price 

SE-224 

2 

2 

4 

3H 

90 

$17.80 

SE-225 

2 

2 

5 

4M 

105 

21.10 

SE-226 

2 

2 

6 

5H 

120 

24.50 

SE-228 

2 

2 

8 

7y2 

150 

31.10 

SE-2526 

2/^ 

2 

6 

7 

130 

27.30 

SE-2528 

2M 

2 

8 

9^ 

160 

34.70 

SE-25210 

2^ 

2 

10 

IIM 

180 

41.00 

SE-328 

3 

2 

8 

ny 

180 

38.30 

SE-3210 

3 

2 

10 

14M 

210 

46.40 

SE-428 

4 

2 

8 

15 

215 

44.80 

SE-4210 

4 

2 

10 

19 

266 

53.70 

Above  Prices  are  all  F.  O.  B.  Crawfordsville,  Ind. 


Acorn  Dipping  Tanks 

OUR  Galvanized  Steel  Dipping  Tanks  are  the  strongest 
and  best  constructed  tanks  on  the  market  for  the  dipping 
of  cattle,  sheep  and  hogs.  Each  seam  is  formed  by 
riveting  between  two  bars  of  1x3-16  flat  steel,  rivets  placed 
three  inches  apart.  The  top  is  surrounded  by  and  securely 
riveted  to  angle  steel.  It  holds  its  shape  perfectly,  whether 
used  on  top  of  the  ground  or  buried.  This  construction  cannot 
be  obtained  in  any  other  tank  on  the  market. 


Length  at  Length  at  Width  at  Width  at 


No. 

Height 

Top 

Bottom 

Top 

Bottom 

Weight 

Price 

D-366 

36  in. 

6  ft. 

3  ft. 

24  in. 

15  in. 

75  lbs. 

$38.00 

D-428 

42  in. 

8  ft. 

4  ft. 

24  in. 

15  in. 

135  lbs. 

43.80 

D-4210 

42  in. 

10  ft. 

5  ft. 

24  in. 

15  in. 

190  lbs. 

47.00 

D-4812 

48  in. 

12  ft. 

6  ft. 

24  in. 

15  in. 

250  lbs. 

96.00 

Above  Prices  are  all  F.  O.  B.  Crawfordsville,  Ind. 


Acorn  Wagon  Tanks 

Round  End — Flat  Bottom 

Regularly  fitted  with  two  galvanized  steel  bulk¬ 
heads  or  splashboards,  manhole  14  inches  in 
diameter  with  lid,  and  l3^-inch  outlet.  Location 
of  manhole  and  outlet  may  be  changed  to  suit  purchaser. 
Regularly  made  of  20-gauge  galvanized  steel.  Four-ply 
double  lock  seam  bottom.  We  recommend  setting  tank 
on  solid  platform  or  on  side  supports  running  from 


No.  REW-2528  bolster  to  bolster.  Larger  sizes  should  be  made  of 

18-gauge. 


Width 

Height 

Length 

Barrel 

20-Gauge 

18-Gauge 

No. 

Feet 

Feet 

Feet 

Capacity 

List  Price 

List  Price 

REW-226 

2 

2 

6 

4K 

$36.00 

$45.80 

REW-228 

■  2 

2 

8 

ey 

41.40 

53.80 

REW-2528 

2 

8 

8 

46.80 

60.85 

REW-328 

3 

2 

8 

9}/2 

53.20 

69.15 

REW-3210 

3 

2 

10 

uy 

58.60 

76.20 

REW-32510 

3 

2K 

10 

15 

64.80 

84.24 

Above  Prices  are  all  F.  O.  B.  Crawfordsville,  Ind. 
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Reliable  Hog 


and  Sheep  Fountain 


Portable, 
Sanitary, 
Easy  to 
Fill  and 
Easy  to 
Clean 


No.  LC-2 


This  perfect  watering  fountain  for  hogs 
and  sheep  never  fails  to  operate.  There 
are  no  valves,  no  floats;  it  is  perfectly 
automatic.  There  are  two  tanks.  The  inner 
tank  lifts  out  for  cleaning  and  disinfecting. 

Drinking  pan  and  the  fountain  tank  are 
mounted  on  steel  sled  with  heavy  T-iron 
runners  rigidly  braced.  The  drinking  pan 
is  riveted  to  both  ends  of  the  runner. 

From  12  to  14  hogs  can  drink  from  the  pan 
at  one  time.  An  extra  guard  rail  prevents  the 
hogs  from  getting  into  the  trough.  It  is  the 
purpose  of  a  hog  fountain  to  water  hogs  —  not 
to  store  water.  When  comparing  prices  also 
compare  the  drinking  space. 

No.  Size  Weight  Price 

LC-2— 2-barrel  (60  gal.) _ 120  lbs.  $15.00 

LC-3 — 3-barrel  (90-gal. )  155  lbs.  20.00 

LC-4 — 4-barrel  (120-gal.) . 175  lbs.  21.00 


Acorn  Single  Drum 
Fountain 


No.  LC-lOO 


Improved  Fountain  Heater 

Made  of  heavy  gauge  Galvanized  Steel.  Large  capacity 
tank  equipped  with  two  double  wick  O.  K.  Burners.  This 
is  equivalent  to  four  ordinary  burners.  Furnished  with 
all  Oakes  Heated  Fountains  and  sold  as  an  extra  for  use 
with  other  makes  of  fountains. 

LC-101 — Lamp  only,  weight  5  lbs.  Price  $2.80. 


For  summer  or  winter  use.  Made  of  highest 
quality  galvanized  steel.  Double  seamed  at  top 
and  bottom  of  tank.  Top  has  brass  filler  plug 
in  a  depression  at  the  center  which  makes  it 
easy  to  fill.  Sled  and  runners  made  of  heavy 
Steel  Angles.  Furnished  with  or  without  heater. 
When  furnished  with  heater,  the  space  under 
the  tank  is  all  enclosed  to  retain  the  heat. 
Heater  has  a  large  size  tank  and  is 
equipped  with  two  double  wick  O.  K. 

Burners. 


No. 

Size 

Weight 

Price 

LC-lOO 

85  gal. 

110  lbs. 

$13.60 

LC-IOOW 

85  gal. 

120  lbs. 

20.00 

LC-110 

100  gal. 

115  lbs. 

14.20 

LC-llOW 

100  gal. 

125  lbs. 

21.00 

Above  Prices  are  all  F.  O.  B.  Crawfordsville,  Ind. 
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LNo.  C-101 


OAKES  QUALITY  POULTRY  EQUIPMENT 


Standard  Summer  Fountain 


No.  LC-70 


Large 

Drinking 

Capacity 


Easily 

Filled 


ONE  horse  can  easily  move  this  fountain  to  new  location.  Tank  is  made  of  20-gauge  gal¬ 
vanized  steel.  Trough  is  reinforced  with  strap  iron.  Heavy  angle  sled  runners.  Valves 
and  plugs  are  of  heavy  brass. 


Being  easily  moved  it  can  be  placed  in  the  feeding  lot  so  the  hogs  won’t  have  to  run  off  flesh 
hunting  around  for  water.  Fills  from  the  top.  Keeps  the  water  cool,  clean  and  sanitary.  No 

moving  parts  to  get  out  of  order.  Easily  filled  and  easily  cleaned. 

No.  LC-70 — Standard  Fount,  capacity  3  barrels,  weight  135  lbs.  Price  $20.00. 

No.  LC-71 — Standard  Fount,  capacity  4  barrels,  weight  150  lbs.  Price  $21.00. 


No.  LC-76 


Clarke  All-Season  Fountain 


(Patented  October  10,  1922) 


This  fountain  has  been  on  the  market  for  years 
under  the  name  of  Clarke  No-Freeze  Fountain.  It 
holds  3  barrels  and  one  horse  can  easily  move 
it  full  of  water. 


Everyone  knows  the  benefits  of  warm 
water  in  connection  with  raising  pork  and 
here  is  an  inexpensive  way  to  provide  it. 


No.  LC-76 — Clarke  Heated  Fountain,  3- 
barrel  size,  weight  160  lbs.  Price  $25.00. 


Similar  in  construction  to  the  Standard 
Summer  Fountain  shown  above  except  that 
the  base  is  enclosed  to  retain  the  heat  pro¬ 
vided  by  a  special  Double- Wick  Safety  Lamp. 


Above  Prices  are  all  F.  O.  B.  Crawfordsville,  Ind. 


63 


OAKES  QUALITY  POULTRY  EQUIPMENT 


Cafeteria  Hog  Feeder 


Moisture  Proof 
Vermin  Proof 


Can’t  Clog 
Won’t  Waste 


Self  Closing 
Covers 
Over 

Feed  Trough 


No.  LC-428 
(Patented  July  31,  1917) 


a 


Lifetime 

Saves  Time  and  Labor 

Produces  Pork  Cheaper 


SELF-FED  hogs  are  well  fed.  They  gain 
weight  faster  and  go  to  market  quicker. 
The  self-fed,  free  choice,  method  of  feed¬ 
ing  has  proved  to  be  most  successful  among 
hog  raisers. 

The  new  Cafeteria  Hog  Feeder  handles 
whole  or  ground  grain  or  tankage  without 
clogging,  bridging  or  wedging.  Center  parti¬ 
tion  divides  the  feeder  into  two  compartments. 
Can  feed  shelled  corn  from  one  compartment 
and  whole  wheat  in  another.  Let  the  hogs 
mix  their  own  ration.  The  6  and  8  foot  feeders 
have  one  extra  compartment  in  the  end  for 
tankage  or  mineral — the  10  foot  two  extra 
compartments. 

Feeds  from  both  sides.  Individual  covers 
over  each  feeding  space  protect  the  feed  from 
rain.  Rats,  chickens,  birds  or  other  rodents 
cannot  steal  feed  from  this  feeder.  Heavy 
angle  iron  along  the  trough  edge  acts  as  a  brace 
and  protects  front  of  feeder. 

Hogs  like  to  “root  and  eat.”  As  they  eat 
from  the  patented  round  bottom  trough  with 


SAVE  162  LBS.  OF  FEED  ON  EACH 
100  LBS.  GAIN  WITH 
SELF-FEEDERS 

U.  S.  Bulletin  No.  1054  makes 
this  summary  : 

“The  outstanding  fact  amon^ 
the  results  of  the  experiments  is 
that  the  feed  cost  per  100  pounds  of 
gain  was  materially  less  in  the  self- 
fed  lots  than  in  hand  fed  lots.  In 
the  self -fed  lots  it  required  a  total 
of  441.06  pounds  of  feed  for  100 
pounds  of  gain,  whereas,  in  the  hand 
fed  603.09  pounds  were  required.^ 


wedge  shaped  center  they  root  against  agitators 
which  shake  down  the  feed.  Heavy  metal 
partition  bars  keep  the  hogs  from  getting  into 
the  feed  trough.  Each  hog  has  a  feed  stall. 
He  can’t  be  crowded  out. 
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OAKES  QUALITY  POULTRY  EQUIPMENT 


Built  for  rough  wear  and  hard  usage. 
Feed  hopper,  troughs  and  lids  are  made 
of  heavy  20  gauge,  tite-coated  galvanized 
steel.  Hopper  wider  at  bottom  giving  greater 
capacity  and  absolutely  preventing  bridging, 
clogging  or  wedging  of  feed.  Will  last  twice 
as  long  as  a  wooden  feeder,  because  it  cannot 
warp,  rot,  split,  wear  out  or  deteriorate.  It  is 
water-proof,  cannot  absorb  moisture  and  is 
easy  to  clean.  Hinged  lid  on  hopper  makes  it 
easy  to  fill. 

End  supports  are  punched  for  ease  in 
Sturdy  and  Substantial  fastening  feeder  to  wood  skids. 


No. 

Length 

Capacity 

Doors 

Compart¬ 

ments 

Shipping 

Wt.,Lbs. 

List 

Price 

L-413 

4  ft. 

13  bu. 

8 

1 

150 

$26.00 

L-420 

6  ft. 

20  bu. 

12 

2 

185 

32.00 

L-428 

8  ft. 

28  bu. 

16 

3 

240 

37.00 

L-436 

10  ft. 

36  bu. 

20 

4 

290 

42.00 

L-450 

10  ft. 

50  bu. 

20 

4 

350 

52.00 

Shipped  F.  O. 

B.,  Tipton,  Ind. 

Acorn  Self  Feeder  Trough 


Patented 


This  is  the  ideal  trough 
for  feeding  wet  slop  to 
hogs  as  they  cannot  get 
into  the  trough.  Cross  bars 
prevent  fighting  and  smaller 
hogs  are  not  crowded  out. 
Twice  as  many  hogs  can  feed 
as  compared  with  a  single 
trough  of  the  same  length. 


No. 

Width 

Ft. 

Height 

In. 

Length 

Ft. 

Feed 

Cap. 

Lbs. 

Weight 

Lbs. 

Price 

LC-400 

2 

21 

6 

150 

100 

$16.20 

LC-401 

2 

24 

8 

300 

145 

18.75 

LC-402 

2 

24 

10 

400 

160 

21.60 

No.  LC-400 


Shipped  F.  O.  B.,  Crawfordsville,  Ind. 
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It  will  also  feed  shelled 
corn,  ground  feed  and  tankage 
perfectly,  without  waste. 

Made  of  heavy  galvanized 
steel.  Very  strongly  rein¬ 
forced.  Will  last  for  years. 


OAKES  OUALITY  POULTRY  EQUIPMENT 


Hog  Troughs 


The  body  of  the  new  Oakes 
Hog  Trough  is  made  of  one 
piece  of  strong  galvanized 
steel  without  seams.  Reinforced 
ends  are  attached  with  heavy 
rivets.  Heavy  galvanized  cross 
braces  at  close  intervals  give  per¬ 
fect  rigidity.  Freezing  of  water 
cannot  damage  this  trough. 

Bodies  of  24-gauge  steel.  Ends 
of  2  2 -gauge  steel.  Shipped  in 
bundles  of  2  set  up. 

Weight  List  Price 
Cat  No.  Length  Width  Each  Each 


Seamless 
Solderless 
One-Piece 
Freeze-Proof  Trough 


Four  Sizes: 

2  Ft.,  4  Ft.,  6  Ft.,  8  Ft.  Lengths 

Weight  List  Price 
Cat  No.  Length  Width  Each  Each 


L-822C  24  in.  12  in.  5^  lbs.  $  .75 

L-814C  48  in.  12  in.  10  lbs.  1.20 


L-816C  72  in.  12  in.  IS^^  lbs.  $1.60 
L-818C  96  in.  12  in.  193^  lbs.  2.12 


Prices  are  F.  O.  B.  Tipton,  Ind. 


Feed  Pans  for  Hogs  and  Pigs 


No.  LC-1314 


The  two  types  of  pans  illustrated 
are  widely  used  for  feeding  pigs 
and  hogs  in  small  numbers.  Also 
useful  for  many  other  farm  purposes. 

Prices  are  F.  O.  B.  Tipton,  Ind. 


No.  LC-1317 


No.  LC-1314  is  a  smooth  pan  with  rolled  rim  turned 
inward  at  the  top  and  a  lock-seamed  bottom  that  is 
counter-sunk  to  avoid  projections.  Made  in  three 
sizes — 1334  14  in.,  and  14%  in.  Packed  twelve  in  a 

carton.  Not  sold  in  less  than  nests  of  three  pans. 
Weight  33  lbs.  per  dozen.  List  price  per  dozen  $6.30. 


No.  LC-1317  is  a  corrugated  pan  17  in.  diameter, 
334  in.  deep,  and  has  a  smooth  ribbed  bottom.  Packed 
same  as  No.  LC-1314  and  not  sold  in  less  than  nests  of 
three  pans.  Weight  33  lbs.  per  dozen.  List  price  per 
dozen  $5.10. 


Hard  Service  Hog  and  Stock  Troughs 


The  troughs  shown  below  are  designed  for  hard  service.  Made  of  heavy  galvanized  steel 
with  angle  iron  top  and  end  construction.  Nos.  L-897  to  L-903  have  cross  bars  every  foot. 


Hog 

Troughs 

No. 

Width 

In. 

Depth  Length 
In.  Ft. 

Cap. 

Gals. 

Weight 

Lbs. 

Price 

Width  Depth 

Length 

Cap. 

Weight 

LC-9033^  20 

10 

6 

40 

50 

$  6.40 

No. 

In. 

In. 

Ft. 

Gals. 

Lbs. 

Price 

LC-904 

20 

10 

8 

52 

62 

8.00 

LC-897 

14 

7 

2 

6 

20 

$2.40 

LC-905 

20 

10 

10 

65 

75 

9.60 

LC-899 

14 

7 

4 

12 

30 

4.00 

LC-908 

26 

13 

8 

95 

86 

11.00 

LC-900 

14 

7 

6 

18 

40 

5.60 

LC-909 

26 

13 

10 

120 

101 

12.80 

LC-902 

14 

7 

8 

24 

50 

7.00 

LC-912 

36 

18 

8 

188 

118 

15.00 

LC-903 

14 

7 

10 

30 

55 

8.60 

LC-913 

36 

18 

10 

235 

137 

18.00 

Above  Prices  are  all  F.  O.  B.  Crawfordsville,  Ind. 
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OAKES  OUALITY  POULTRY  EQUIPMENT 


All-Steel  Corn  and  Grain  Cribs 


Will  Hold 
Oats  Without 
Lining 


Made  of  20 -gauge  galvanized  steel,  rein¬ 
forced  with  steel  bars.  Furnished  with¬ 
out  bottoms  to  be  used  with  concrete 

base. 

Ventilating  flue  extends  through  the  grain 
from  floor  to  ceiling.  Draws  out  dampness 
and  keeps  grain  in  good  shape. 

Shipped  knocked-down  to  save  freight,  with 
all  parts  marked;  bolt  holes  punched  to  fit. 
Complete  with  bolts  and  erecting  instructions. 


Foundation  Detail 


No.  LC-304 


No. 

Diameter 

Height 

Capacity  Winchester 
Bu.  Wheat  or  Oats 

Capacity 

Ear  Corn 

Weight 

Price 

LC-301 

8  ft. 

8  ft. 

385  bu. 

200  bu. 

975  lbs. 

$132.00 

LC-302 

10  ft. 

8  ft. 

600  bu. 

300  bu. 

1025  lbs. 

140.00 

LC-344 

10  ft. 

10  ft. 

750  bu. 

375  bu. 

1250  lbs. 

150.00 

LC-304 

12  ft. 

10  ft. 

1120  bu. 

525  bu. 

1350  lbs. 

180.00 

LC-305 

13  ft. 

10  ft. 

1250  bu. 

625  bu. 

1450  lbs. 

208.00 

LC-306 

14  ft. 

10  ft. 

1550  bu. 

725  bu. 

1600  lbs. 

236.00 

LC-307 

16  ft. 

10  ft. 

2000  bu. 

1000  bu. 

1800  lbs. 

262.00 

Shipped  Knocked  Down  From  Our  Crawfordsville,  Indiana,  Factory. 


Above  Prices  are  all  F.  O.  B.  Crawfordsville,  Ind. 
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OAKES  LiTTLE  GIANH 


Simplest  Operating  Incubator  Ever 
Offered  «  «  Ready  to  Set  «  «  To  Start 
Just  ‘‘Plug  In”  on  Nearest  Outlet 


POSITIVE 

TEMPERATURE 

CONTROL 


LOW 

OPERATING 

COST 


540-EGG 

CAPACITY 


FLOOR  SPACE 
30x30  INCHES 


No.  LE-540 

Electricity  as  a  heating  medium  has  been  found 
most  practical  for  Mammoth  Incubators.  Electric 
hatched  chicks  are  bigger,  healthier  and  sturdier. 
Into  the  Little  Giant  have  been  built  the  most  advanced 
and  scientific  yet  simplest  operating  principles.  Steady 
heat  and  just  the  right  amount  of  moisture  are  evenly  and 
thoroughly  distributed  throughout  egg  chamber  by  electric 
motor  and  turbine  fan  blade.  No  direct  draft  on  eggs. 

AUTOMATIC  HEAT  CONTROL  is  located  in  top  of 
the  Incubator  with  adjusting  screw  on  the  front  instrument 
panel.  Wafer  thermostat  controlled — is  sensitive  to  frac¬ 
tional  degree  temperature  changes.  Thermometer  mounted 
on  instrument  panel. 

HEATING  ELEMENT.  Oakes  patented  heating 
element  220  watts.  Operates  independently  of  fan. 

CABINET.  All  metal,  with  double  thick  Cel-O-Tex 
insulation,  finished  in  a  delightful  shade  of  Green  Duco. 
PORTABLE  STAND.  Roll  the  incubator  any  place. 
EGG  TRAYS  equipped  with  turning  device. 


Patent 

Pending 


ELECTRIC 

INCUBATOR 


